PackRyt® Bearing Systems

SEALRYT

BLR™ - Bearing with Integrated Lantern Ring

A Better Seal. Period.
Here's a list of packing longevity for various applications BEFORE and AFTER upgrading to the patented PackRyt BLR.

Application

‘ Model/type

Packing Life - Before

CORPORATION

Packing Life with PackRyt BLR

Fan pump

Primary cleaners
Lo D Pump IDV
Liquor Pumps
Coated Broke

Knot Tank Agitator

Beloit 24" & 36" Refiners
Pulper

Liquor

Condensate
Condensate
Washed Stock Agitator
Tissue Machine Pulper

Stock Agitator Thickener
tank

Fan Pump

Stock Pump

Stock Pump

Pulper Pump

Secondary Coarse Screen
Black Liquor Agitator
Fibrilizer

Knot Tank Agitator
Condensate Pump

Pulp Mill 42" Refiner

Sulzer 2pp02-700

Worth 16FRBH244
Goulds 3175L
3175L

Beloit 45

Lightnin

GL&YV

Beloit HV2
Worth 3FRBH141

Goulds 3196 MTX

Goulds 3405M

Lightnin 4VS60

2000 packing only/Metso

Liquid mix LSC30

Ahlstrom ZPP81-900
ACFIC1

Warren 3202

AC PWO 10x8x17
Voith

Lightnin

Voith

Lightnin
Goulds 3196 & 3406

Beloit 42"

3-6 months

Months
6 Months
Months
Months

Months

3 Months
8-12 Weeks

1Month with Mechanical
Seal

6-12 Weeks

Unknown

Constant leak with braid
Constant leak with braid

6-8 months, leaked

6-12 weeks braid
Unknown

12 Weeks

6 Months

3-4 Months

3-4 Months

3-4 Months

3-6 Months
6-8 Months

15-30 Days
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6 years st install & 3 years & counting
on current

5 years - no repack
3 Years
3 Years
11 Years

8 Years. Rebuilt Agitator, 4 Years on
new run

3 Years, 1 Repack
4 Years

1Year

3 Years +
5 Years
5 Years with 1repack

41/2 Years, no repack
4 Years BLR, no repack

4 Years BLR on current run

3 Years

3 Years

2-1/2 Years - No repack since
4-1/2 Years, maintenance free
4 Years

7 Years

Ist install 8 years then reused same
sleeve

8 Years

Recent install zero leakage & no
adjustment 90 days
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