1P3W 120/240V Split Phase Wiring

Notes:

1. Drawing reflects a
QBrick 4 with two
metering points. See
terminal labels for
wiring addittonal CTs in
proper phasing.

2. Electrician to wire
CTs to A & B Phases
only.

Electrical
Disconnect

Refer to communications
diagrams for DISP/RS-485 wiring
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3P3W, 208V OR 240V OR 480V OR 600V, DELTA service config

QBrick 4 must be powered via AC/DC
90-240V (any phase is acceptable).
Step down transformer can be
installed if necessary.

Notes:

1. Drawing reflects a
QBrick 4 with one metering
paint. See terminal labels
for wiring additional CTs in
proper phasing.

2. 14 AWG maximum for all
electrical wiring. PR CHANNEL BLRCTRIS p T
3. Electrician to install CTs '
onA & C Phases only.

RSA485

Refer to communications
diagrams for DISP/RS-485 wiring
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Electrical
Disconnect ABC

Metering 5 ~\
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Refer to manual for CT
lead extentions
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QBrick 4 must be powered via AC/OC 30-240V

(any phase is acceptable). Step down
transformer can be installed if necessary.

3P4W, 120/208V OR 277/480V OR 347/600V, WYE service config

Refer to communications
diagrams for DISP/RS-485 wiring
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Notes:

1. Drawing reflects a
QBrick 4 with one
metering point. See
terminal labels for
wiring additional CTs in
proper phasing.

2. VRef circuits may
be 120/208V,
277/480V, or 347/600V
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