
ELECTRIC IN-LINE
FUEL HEATER

Fuel warmer with a self-regulating internal thermal 
element that provides heat to fuel for cold weather 
starting. The in-line heater demonstrates excellent 
thermal performance, long service life and easy 
installation.

Call Arctic Fox® for information on how the Hotline 
can work in conjunction with coolant heaters for 
complete fuel system protection.

Function
HOTLINE® is one diesel fuel heater with the guts to give you 
cold starts! On the road simply flip a switch, and within 60 
seconds, HOTLINE® will begin eliminating fuel waxing which 
causes power loss.

Features
All kits are complete with all electrical components and wiring 
harness

Optional thermostatic shut-off available

Max. Maintenance Temperature	 110 °C

Max. Intermittent Exposure	 135 °C

Available Voltage	 12/24 V

Max. Circuit Length	 18/36 m

Thermal output rating	 °C = 5/9

Applications
Before starting, the HOTLINE® can thaw frozen diesel fuel in 
just 3 to 4 minutes, using only 2% of available battery capacity, 
before you start your engine.

Benefits
Modular design allows for easy installation and service 

Works in conjunction with coolant heaters for complete fuel 

system protection
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Arctic Fox®
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Productivity won’t wait for a warm day.

Using 3D software?
Try out our models!
Contact us at info@arctic-fox.eu 
and start engeneering.
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HOTLINE® 

Fuel Filter 

Optional Temp Limit Switch 
Part# D3065-2338 12 & 24 Volt 

Off @ 80°F (27°C) On @ 55°F (13°C) 

D3065-2284 
Insulating Boot 

D3065-2360 

D3065-2357 
D3061-1638 

From Alternator 
Output Terminal 

D3061-1560 (12V) 
D3061-1565 (24V) 

Circuit Breaker 

D3061-1664  

D3061-1573 (12V) 
D3061-1575 (24V) 
Magnetic Switch 

Red 
For Light 

Blue-If Limit Switch is Installed 
Orange-If Limit Switch is NOT 
installed 

White 

Orange 

White 
Ground in cab 

Control Power  
From Fuse Panel 

(Keyed—ON/Off/Accessory) 
Item 1 

 
D3061-1677 

Ground for Light 

Red for light 

Orange 
Control 
Power 

Red 

To Fuel Pump 

Fuse 

White 

 Toggle Switch  
Item 2 

D3061-1735 
3-Wire Harness 

Shell Connector 
Inside Cab 

D3061-1735 
3-Wire Harness 

Part Number Description
D3061-1677 Black Jumper 14 Gauge

D3061-1582
D3061-1584

12V Lighted Toggle Switch
24V Lighted Toggle Switch

D3065-2338 Optional Thermostat 
55-80°F (13-27°C) Kit

D3061-1735 3-Wire Harness Kit

D3065-2360 Wire Jumper Magnetic
Switch

D3061-1664 #10 Jumper Main Power

Part Number Description
D3061-1573
D3061-1575

12V Magnetic Switch
24V Magnetic Switch

D3061-1560
D3061-1565

12V 60 Amp Circuit Breaker
24V 60 Amp Circuit Breaker

D3061-1638 #4 Jumper Main Power–47"

D3065-2357 Ground Rubber Wire 96" 
(2.4m)

D3065-2284 Insulating Boot

®

INSTALLATION DIAGRAM

SERVICE PARTS

D3061-1677
Black Jumper

D3061-1582
12V Lighted Toggle Switch 

D3061-1584
24V Lighted Toggle Switch 

D3061-1573
12V Magnetic Switch

D3061-1575
24V Magnetic Switch

D3061-1560
12V-60 Amp Circuit Breaker

Specifications (dimensions in metres)

D3065-2338
Optional Thermostat Kit - 0,50 m Long Wires

D3061-1565
24V-30 Amp Circuit Breaker

D3061-1735
3-Wire Harness Kit - 5,23 m Long

D3061-1638
#4 Jumper Main Power - 1,19 m Long
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Need more measurements? Technical drawings are available on request. Please contact us at info@arcticfox.eu or call +31 (0)165 55 92 45
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D3065-2360
Wire Jumper Magnetic Switch - 3,65 m Long

D3061-1664
#10 Jumper Main Power - 2,59 m Long

D3065-2537
Wire Jumper Mod. Ground - 2,43 m Long

D3065-2284
Insulating Boot

Optional Thermostatic Shut-Off Kit 12 and 24 Volt
Part Number	 Off Temp	 On Temp	 Amp Draw

D3065-2338	 27 °C	 13 °C	 Negligible

Capacity

Power 		  600 Watt 				    450 Watt 			   300 Watt 			   150 Watt

Length 	 12 Volt 		  24 Volt 		  12 Volt 		  24 Volt 	 12 Volt 		  24 Volt 	 12 Volt 		  24 Volt

3,7 m	 D3085-1180		  D3085-2180		  D3085-1152		  D3085-2152	 D3085-1138		  D3085-2138	 n/a		  n/a

2,6 m	 D3085-1168		  D3085-2168		  D3085-1146		  D3085-2146	 D3085-1133		  D3085-2133	 n/a		  n/a

1,8 m	 n/a		  n/a		  D3085-1141		  n/a	 D3085-1130		  D3085-2130	 D3085-1126		  D3085-2126

1,4 m 	 n/a		  n/a		  n/a		  n/a 	 D3085-1128		  D3085-2128 	 D3085-1122 		  D3085-2122

0,6 m	 n/a		  n/a		  n/a		  n/a	 n/a		  n/a 	 D3085-1118 		  D3085-2118

Max Current	 45 		  23 		  31 		  16 	 21 		  11 	 10 		  5 
Draw ¹

Min Alternator	 130 		  870 		  105 		  70 	 85 		  55 	 75 		  45 
Capacity ²	

¹ Current draw shown is maximum sustained amperage. ² Minimum alternator capacity is only a guideline. Total system load analysis is required for accurate battery/
charging system specification. Refer to maximum sustained current draw and consult your vehicle manufacturer for advisement whenever adding any aftermarket.


