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HOSES & FITTINGS
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should work” installation and a professional one 
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Fuel & Coolant Line Accessoires INSULATION, HOSES & FITTINGS

Need more measurements? Technical drawings are available on request. Please contact us at info@arcticfox.eu or call +31 (0)165 55 92 45

SAE J20 R1 CLASS

AFAFVAT-010520

A sillicone hose with 3-ply of nylon fiber reinforcement. Available in 0.9 meter length and longer (call for availability).  
Temperature rand -54 °C tot +177 °C. Standard wall thickness is 3.5 mm/4.8 mm.

Specifications (dimensions in millimetres)
Inside	 Outside 	 Actual Burst	 Burst Pressure	 Weight	 Overall			 
Diameter	 Diameter	 Pressure	 SAE J20 R1 	 TMC	 (LB/FT)	 Length

6 mm	 15 mm	 320 PSI	 250 PSI	 125 PSI	 0.111	 7.5 m Box

6 mm	 15 mm	 320 PSI	 250 PSI	 125 PSI	 0.111	 15 m Box

6 mm	 15 mm	 320 PSI	 250 PSI	 125 PSI	 0.111	 76 m Spool

6 mm	 15 mm	 320 PSI	 250 PSI	 125 PSI	 0.111	 243 m Spool

8 mm	 16 mm	 310 PSI	 250 PSI	 125 PSI	 0.128	 7.5 m Box

8 mm	 16 mm	 310 PSI	 250 PSI	 125 PSI	 0.128	 15 m Box

8 mm	 16 mm	 310 PSI	 250 PSI	 125 PSI	 0.128	 182 m Spool

10 mm	 18 mm	 310 PSI	 250 PSI	 125 PSI	 0.145	 7.5 m Box

10 mm	 18 mm	 310 PSI	 250 PSI	 125 PSI	 0.145	 15 m Box

10 mm	 18 mm	 310 PSI	 250 PSI	 125 PSI	 0.145	 76 m Spool

10 mm	 18 mm	 310 PSI	 250 PSI	 125 PSI	 0.145	 182 m Spool

13 mm	 21 mm	 310 PSI	 250 PSI	 125 PSI	 0.181	 7.5 m Box

13 mm	 21 mm	 310 PSI	 250 PSI	 125 PSI	 0.181	 15 m Box

13 mm	 21 mm	 310 PSI	 250 PSI	 125 PSI	 0.181	 76 m Spool

13 mm	 21 mm	 310 PSI	 250 PSI	 125 PSI	 0.181	 152 m Spool

16 mm	 24 mm	 300 PSI	 250 PSI	 125 PSI	 0.216	 7.5 m Box

16 mm	 24 mm	 300 PSI	 250 PSI	 125 PSI	 0.216	 15 m Box

16 mm	 24 mm	 300 PSI	 250 PSI	 125 PSI	 0.216	 76 m Spool

16 mm	 24 mm	 300 PSI	 250 PSI	 125 PSI	 0.216	 121 m spool

19 mm	 27 mm	 300 PSI	 200 PSI	 125 PSI	 0.25	 7.5 m Box

19 mm	 27 mm	 300 PSI	 200 PSI	 125 PSI	 0.25	 15 m Box

19 mm	 27 mm	 300 PSI	 200 PSI	 125 PSI	 0.25	 76 m Spool

19 mm	 27 mm	 300 PSI	 200 PSI	 125 PSI	 0.25	 91 m Spool

22 mm	 31 mm	 250 PSI	 175 PSI	 125 PSI	 0.287	 7.5 m Box

22 mm	 31 mm	 250 PSI	 175 PSI	 125 PSI	 0.287	 15 m Box

22 mm	 31 mm	 250 PSI	 175 PSI	 125 PSI	 0.287	 60 m Spool

25 mm	 34 mm	 250 PSI	 175 PSI	 125 PSI	 0.324	 7.5 m Box

25 mm	 34 mm	 250 PSI	 175 PSI	 125 PSI	 0.324	 15 m Box

25 mm	 34 mm	 250 PSI	 175 PSI	 125 PSI	 0.324	 60 m Spool

32 mm	 40 mm	 200 PSI	 175 PSI	 125 PSI	 0.385	 7.5 m Box

32 mm	 40 mm	 200 PSI	 175 PSI	 125 PSI	 0.385	 15 m Box

32 mm	 40 mm	 200 PSI	 175 PSI	 125 PSI	 0.385	 45 m Spool
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AFAFVAT-010520

Specifications (dimensions in millimetres)
Inside	 Outside 	 Actual Burst	 Burst Pressure		  Weight 
Diameter	 Diameter	 Pressure	 SAE J20 R1 	 TMC	 (LB/FT)

10 mm	 18 mm	 500 PSI	 425 PSI	 125 PSI	 0.12

13 mm	 21 mm	 500 PSI	 425 PSI	 125 PSI	 0.16

16 mm	 24 mm	 485 PSI	 425 PSI	 125 PSI	 0.20

19 mm	 27 mm	 475 PSI	 325 PSI	 125 PSI	 0.24

22 mm	 30 mm	 465 PSI	 300 PSI	 125 PSI	 0.28

25 mm	 34 mm	 450 PSI	 300 PSI	 125 PSI	 0.32

29 mm	 37 mm	 435 PSI	 300 PSI	 125 PSI	 0.36

32 mm	 40 mm	 425 PSI	 275 PSI	 125 PSI	 0.40

35 mm	 43 mm	 400 PSI	 250 PSI	 125 PSI	 0.44

38 mm	 46 mm	 375 PSI	 250 PSI	 125 PSI	 0.48

41 mm	 50 mm	 350 PSI	 225 PSI	 125 PSI	 0.52

44 mm	 53 mm	 300 PSI	 225 PSI	 125 PSI	 0.56

48 mm	 56 mm	 250 PSI	 200 PSI	 125 PSI	 0.60

51 mm	 59 mm	 250 PSI	 200 PSI	 100 PSI	 0.64

54 mm	 62 mm	 235 PSI	 175 PSI	 100 PSI	 0.68

57 mm	 65 mm	 225 PSI	 175 PSI	 100 PSI	 0.72

60 mm	 69 mm	 210 PSI	 150 PSI	 100 PSI	 0.76

64 mm	 72 mm	 200 PSI	 150 PSI	 100 PSI	 0.80

67 mm	 75 mm	 200 PSI	 125 PSI	 100 PSI	 0.84

70 mm	 78 mm	 200 PSI	 125 PSI	 100 PSI	 0.88

73 mm	 81 mm	 200 PSI	 100 PSI	 100 PSI	 0.92

76 mm	 84 mm	 200 PSI	 100 PSI	 100 PSI	 0.96

80 mm	 88 mm	 175 PSI	 75 PSI	 100 PSI	 1.00

83 mm	 91 mm	 175 PSI	 75 PSI	 100 PSI	 1.04

86 mm	 94 mm	 150 PSI	 75 PSI	 100 PSI	 1.08

89 mm	 97 mm	 150 PSI	 75 PSI	 100 PSI	 1.12

95 mm	 103 mm	 135 PSI	 50 PSI	 100 PSI	 1.20

99 mm	 107 mm	 125 PSI	 50 PSI	 100 PSI	 1.24

102 mm	 110 mm	 125 PSI	 50 PSI	 100 PSI	 1.28

114 mm	 122 mm	 100 PSI	 n/a	 n/a	 1.44

127 mm	 135 mm	 90 PSI	 n/a	 n/a	 1.60

140 mm	 148 mm	 75 PSI	 n/a	 n/a	 1.76

152 mm	 161 mm	 75 PSI	 n/a	 n/a	 1.92

SAE J20 R3 CLASS
A sillicone hose with 1-ply of nylon fiber reinforcement. Available in 7.5 meter and 15 meter boxes. Available in longer lengths on 
standar wooden spools. Temperature rand -54 °C to +177 °C. Standard wall thickness is 3.5 mm/4.2 mm. Bend radius is 5 times the ID 
of the hose.
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Specifications (dimensions in millimetres)

HOSE WITH PUSH-TO-LOCK FITTINGS
Part No.	 Hose I.D.	 Hose Length

A-2766	 6.4 mm	 Sold by foot

A-530	 9.5 mm	 Sold by foot

AFAFVAT-010520

HOSE INSULATION
Part No.	 Hose I.D.	 Hose Length

A-1710	 13 mm	 2 m

A-1711	 16 mm	 2 m

A-1712	 19 mm	 2 m

A-706	 32 mm	 2 m

A-720	 32 mm	 38 m

A-705	 32 mm	 4 pcs 2 m w/ tie straps

A-712	 35 mm	 2 m

A-721	 35 mm	 38 m

A-713	 54 mm	 2 m

A-1791	 54 mm	 2 m

A-714	 76 mm	 2 m

HOSE ACCESSOIRES
Part No.	 Size	 Min. 	 Max. 	 Style

A-2869	 10	 14.3 mm	 26.9 mm	 Constant Torque

A-3950	 12	 17.5 mm	 31.7 mm	 Constant Torque

A-3950-16	 16	 20.65 mm	 38.1 mm	 Constant Torque

A-3950-20	 20	 23.8 mm	 44.4 mm	 Constant Torque

A-3950-24	 24	 26.9 mm	 50.8 mm	 Constant Torque

A-3950-28	 28	 33.0 mm	 57.0 mm	 Constant Torque

A-3950-32	 32	 40.0 mm	 64.0 mm	 Constant Torque

SWIVEL FITTINGS
Part No.	 Size	 Thread	 Tube	 Seat

A-1752-10	 #10	 7/8” - 14	 5/8”	 Dual (SAE 45° 
				    & JIC 37 °)

A-1753-12	 #12	 1 - 1/16” - 14 	 3/4”	 JIC 37 °

A-1753-16	 #16	 1 5/16” - 12	 1”	 JIC 37 °

A-1753-20	 #20	 1 5/8” - 12	 1 - 1 /4”	 JIC 37 °

A-1753-24	 #24	 1 7/8” - 12	 1 - 1/2”	 JIC 37 °
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Specifications (dimensions in millimetres)

AFAFVAT-010520

90° UNION ELBOW
Part No.	 NPT Thread	 Material

A-1641	 3/8”	 Brass

A-3262	 1-1/2”	 Black Iron

PIPE THREAD WYE
Part No.	 NPT Thread	 Material

A-297	 1/2”	 Brass

A-298	 3/4”	 Brass

STREET TEE
Part No.	 NPT Thread	 Material

A-4323	 3/8”	 Steel

A-284	 1/2”	 Steel

A-338	 3/4”	 Steel

BEADED WYE — STEEL
Part No.	 DIM A	 DIM B 	 DIM C

A-2325	 3/4”	 7/8”	 7/8”

A-2326	 5/8”	 7/8”	 7/8”

A-457	 5/8”	 5/8”	 5/8”

A-459	 3/4”	 3/4”	 3/4”

BEADED TEE — STEEL
Part No.	 DIM A	 DIM B 	 DIM C

A-2321	 5/8”	 5/8”	 5/8”

A-2323	 5/8”	 7/8” 	 7/8”

A-3600	 3/4”	 3/4”	 3/4”

A-2322	 3/4”	 7/8”	 7/8”

A-2324	 3/4”	 1-1/8”	 1-1/8”

PIPE THREAD TEE
Part No.	 NPT Thread	 Material	 Style

A-3639	 1/8”	 Brass	 Standard

A-4322	 3/8”	 Steel 	 Male Branch

A-289	 1/2”	 Steel	 Standard

A-2709	 3/4”	 n/a	 Male Branch

A-3755	 3/4” X 3/4” X 1/2”	 Stainless Steel	 Reducer

A-3285	 1”	 Black Iron	 Standard

A-3796	 1” X 1” X 1/2”	 Stainless Steel	 Reducer

A-4422	 1-1/2” X 1-1/2” X 3/4”	 lack Iron	 Reducer

90° STREET ELBOW
Part No.	 NPT Thread	 Material

A-1372	 1/8”	 Brass

A-242	 1/4”	 Brass

A-243	 3/8”	 Brass

A-244	 1/2”	 Brass

A-4324	 3/4”	 Steel

A-4324	 1”	 Steel

A-3276	 1”	 Black Iron

A-3740	 1-1/4”	 Black Iron

A-3247	 1-1/2”	 Black Iron

45° STREET ELBOW
Part No.	 NPT Thread	 Material

A-255	 1/4”	 Brass

A-256	 3/8”	 Brass

A-257	 1/2”	 Brass

A-4605	 3/4”	 Steel

A-3277	 1”	 Black Iron

A-3741	 1-1/4”	 Black Iron

A-3248	 1-1/2”	 Black Iron

45° ELBOW — BRASS
Part No. 	 Hose 	 Tube 	 NPT 	 Straight 
	 Size	 Size	 Thread	 Thread

A-1770	 #4	 1/4”	 1/2”	 7/16” x 20

A-1771	 #5	 5/16” 	 1/2” 	 1/2” x 20

A-1772	 #6	 3/8” 	 1/2”	 5/8” x 18

A-261	 Replaced by part number A-292

A-291	 #8	 1/2”	 1/2”	 3/4” x 16

A-260	 #10	 5/8”	 3/8”	 7/8” x 14

A-292	 #10	 5/8”	 1/2”	 7/8” x 14

A-293	 #12	 3/4”	 1/2”	 1-1/16” x 14
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Specifications (dimensions in millimetres)

AFAFVAT-010520

BUSHING
Part No.	 NPT 1	 NPT 2	 Material

A-472	 1/4”	 1/8”	 Steel

A-32789	 3/8”	 1/8” 	 Brass

A-3287	 1/2”	 1/8”	 Brass

A-4598	 1/2”	 1/8”	 Steel

A-1373	 1/2”	 1/4”	 Brass

A-470	 1/2”	 1/4” 	 Steel

A-521	 1/2”	 3/8”	 Brass

A-377	 3/4”	 3/8”	 Brass

A-282	 3/4”	 1/2”	 Brass

A-2708	 1”	 1/2”	 Brass

A-2712	 1”	 3/4”	 Brass

A-3272	 1-1/2”	 1” 	 Steel

A-3249	 1-1/2”	 1-1/4”	 Steel

HOSE BARB 90° PIPE*

Part No.	 Hose Size	 NPT Thread	 Material

A-661 	 10 mm	 1/8”	 Brass

A-2061	 10 mm	 3/8”	 Brass

A-519	 16 mm	 3/8”	 Brass

A-631	 16 mm	 1/2”	 Brass

A-653	 19 mm	 1/2”	 Brass

A-4221-x-x	 Call for Size / Availability	 Steel

HOSE BARB 45° PIPE*

Part No.	 Hose Size	 NPT Thread	 Material

A-656 	 16 mm 	 3/8” 	 Brass

A-657 	 16 mm 	 1/2” 	 Brass

A-658 	 19 mm 	 1/2” 	 Brass

A-4220-x-x 	 Call for Size/Availability 	 Steel

45° ELBOW — STEEL*

Part No. 	 Hose 	 Tube 	 Pipe	 Straight 
	 Size	 Size	 Thread	 Thread

A-2028	 #8	 1/2”	 1/2”	 3/4” - 16”

90° ELBOW — STEEL*

Part No. 	 Hose 	 Tube 	 Pipe	 Straight 
	 Size	 Size	 Thread	 Thread

A-2029	 #6	 3/8”	 1/2”	 9/16” -18”

90° ELBOW STRAIGHT THREAD — STEEL*

Part No. 	 Hose 	 Tube 	 Pipe	 Straight 
	 Size	 Size	 Thread	 Thread

A-2026	 #8	 1/2”	 3/4” - 16”	 3/4” - 16”

* Male connector (37° JIC)

* Male connector (37° JIC)

* Male connector (37° JIC)

* Elbow to male

* Elbow to male

REUSEABLE SWIVEL FITTING*

Part No. 	 Hose 	 Thread 	 Tube	 Seat 
	 Size	 Size	 Size	

A-1752-4	 #4	 7/16”-20	 1/4”	 Dual

A-1752-5	 #5	 1/2”-20 	 5/16”	 Dual

A-1753-6	 #6	 9/16”-18	 3/8”	 JIC 37°

A-1752-6	 #6	 5/8”-18	 3/8”	 SAE 45°

A-1752-8	 #8	 3/4”-16	 1/2”	 Dual

A-1752-10	 #10	 7/8”-14	 5/8”	 Dual

A-1753-12	 #12	 1-1/6”-12 	 3/4”	 JIC 37°

A-1752-12	 #12	 1-1/6”-14	 3/4”	 SAE 45°

37° JIC — STEEL*

Part No. 	 Hose 	 Tube 	 NPT 	 Straight 
	 Size	 Size	 Thread	 Thread

A-2027	 #8	 1/2”	 1/2”	 3/4”-16

A-2182	 #12	 3/4” 	 1/2”	 1-1/16”-12

A-2103	 #16	 1”	 3/4”	 1-5/16”-12

* Male connector
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Specifications (dimensions in millimetres)

AFAFVAT-010520

HOSE BARB PIPE*

Part No.	 Hose Size	 NPT Thread	 Material

A-2154	 3 mm	 1/8”	 Brass

A-2155	 5 mm	 1/8”	 Brass

A-2058	 6 mm	 1/8”	 Brass

A-1724	 8 mm	 1/4”	 Brass

A-1707	 10 mm	 3/8”	 Brass

A-1681	 16 mm	 3/8”	 Brass

A-518	 16 mm	 3/8”	 Brass

A-1708	 6 mm	 3/8”	 Brass

A-516	 9 mm	 3/8”	 Brass

A-1706	 10 mm	 1/2”	 Brass

A-630	 16 mm	 1/2”	 Brass

A-652	 19 mm	 1/2”	 Brass

A-2081	 16 mm	 3/4”	 Brass

A-654	 19 mm	 3/4”	 Brass

A-3275	 25 mm	 3/4”	 Brass

A-3005	 25 mm	 1”	 Brass

A-3269	 25 mm	 1”	 Steel

A-3629	 32 mm	 1”	 Steel

A-3270	 32 mm	 1-1/4”	 Steel

A-3255	 38 mm	 1-1/2”	 Steel

A-3271	 38 mm	 1-1/2”	 Steel

A-4423-X-X	 Call for Size / Availability	 Steel

COUNTERSUNK HEX HEAD PLUG
Part No.	 Pipe Size	 Material

A-558	 1/8”	 Brass

A-1601	 1/4”	 Brass

A-294	 3/8”	 Brass

A-413	 3/8”	 Brass

A-295	 1/2”	 Brass

A-296	 3/4”	 Brass

A-2137	 1”	 Steel

ADAPTERS
Part No.	 Thread #1	 Thread #2	 Material

A-662	 1/8” NPT	 1/8” NPT	 Brass

A-265	 1/4” NPT	 1/4” NPT	 Brass

A-266	 3/8” NPT	 3/8” NPT	 Brass

A-3775	 1/2” NPT	 1/4” NPT	 Steel

A-277	 1/2” NPT	 3/8” NPT	 Brass

A-267	 1/2” NPT	 1/2” NPT	 Brass

A-2102	 3/4” NPT	 1/2” NPT	 Brass

A-2195	 1/2” NPT	 3/4‘-16UNF	 Steel Cat 3116

PIPE PLUGS
Part No. 	 Old	 Pipe 	 Style	 Material 
	 Number	 Size		

A-565		  1/8”	 Square Head	 Brass

A-3069		  1/8”	 Hex	 Brass

A-3776		  1/8”	 Petcock	 Brass

A-4604		  1/4”	 Hex	 Steel

A-1741		  3/8”	 Hex	 Brass

A-1762	 A-522	 1/2”	 Hex	 Brass

RM-1690		  1/2”	 Hex	 Steel

A-398	 A-339	 3/4”	 Hex	 Brass

A-3939		  3/4”	 Hex	 Stainless 	
				    Steel

* Straight to male
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Specifications (dimensions in millimetres)

AFAFVAT-010520

PIPE NIPPLES
Part No. 	 NPT	 Material	 Style	 Length 
	 Thread			 

A-490	 1/8”	 Brass	 Standard	 38 mm

A-270	 1/4”	 Brass	 Hex	 Close

A-271	 3/8”	 Brass	 Hex	 Close

A-1640	 3/8”	 Brass	 Standard	 50.8 mm

A-272	 1/2”	 Brass	 Hex	 Close

A-2456	 1/2”	 Stainless Steel	 Standard	 50.8 mm

A-2761	 1/2”	 Steel	 Hex	 76.2 mm

A-2703	 3/4”	 Brass	 Hex	 50.8 mm

A-3638	 3/4”	 Steel	 Standard	 152.4 mm

A-2893	 1”	 Steel	 Standard	 76.2 mm

A-3697	 1-1/2”	 Steel	 Standard	 Close

A-4321	 1-1/2”	 Steel	 Standard	 Close 	
				    schedule. 40

A-3226	 2”	 Stainless Steel	 Standard	 Close

TRUCK VALVE — BRASS
Part No. 	 Hose	 Thread	 Thread	 Handle 
	 Size	 Size 1	 Size 2	

A-526 	 16 mm 	 N/A 	 3/8” NPT 	 Tee

A-527 	 16 mm 	 N/A 	 3/8” NPT 	 Round

A-276	 16 mm 	 N/A 	 1/2” NPT 	 Round

A-275 	 19 mm 	 N/A 	 1/2” NPT 	 Round

A-529 	 #10 	 7/8” - 14” 	 1/2” NPT 	 Round

SWIVEL CONNECTOR STEEL*

Part No. 	 Hose	 Tube	 Straight	 Pipe	
	 Size	 Thread	 Thread	 Thread

A-2191 	 #6 	 3/8” 	 9/16” - 18” 	 1/2”

A-2192 	 #8 	 1/2” 	 3/4” - 16” 	 1/2”

A-2193 	 #10 	 5/8” 	 7/8” - 14” 	 1/2”

A-2194 	 #12 	 3/4” 	 1-1/16” - 12” 	 3/4”

STEEL UNION TEE (37° JIC)* 

Part No.	 Hose Size	 Tube Size	 Straight Thread

A-1759	 #8	 1/2”	 3/4” - 16”

A-1760	 #10	 5/8”	 7/8” - 14”

FEMALE ELBOW — 90° - BRASS
Part No.	 Hose Size	 Tube Size	 Straight Thread

A-609 	 #10 	 1/2” 	 7/8” - 14”

UNION ELBOW — MALE 90° BRASS
Part No.	 Hose Size	 Tube Size	 Straight Thread

A-1739	 #10 #8 	 5/8“ 1/2”	 7/8”-14” - 3/4” - 16” 

A-809	 #10 #10	 5/8” 5/8”	 7/8” - 14” - 7/8” - 14”

UNION — MALE BRASS
Part No.	 Hose Size	 Tube Size	 Straight Thread

A-1734 	 #4 	 1/4” 	 7/16” - 20”

A-1775 	 #5 	 5/16” 	 1/2” - 20”

A-1776 	 #6 	 3/8” 	 5/8” - 18”

A-1777 	 #8	  1/2” 	 3/4” - 16”

A-1778 	 #10 	 5/8” 	 7/8” - 14”

A-1779 	 #12 	 3/4” 	 1-1/16” - 14”

* With bulkhead jam nut

*  37° JIC

BALL VALVE
Part No.	 Thread #1	 Thread #2	 Notes

A-375 	 3/8” 	 3/8” 	 Vented

A-461 	 1/2” 	 1/2”

A-2838 	 1/2” 	 1/2” 	 Male / Female

A-3696-12 	 3/4” 	 3/4”

A-3696-16 	 1” 	 1”

A-3696-20 	 1-1/4” 	 1-1/4”

A-3696-24 	 1-1/2” 	 1-1/2”

STEEL ADAPTER W / ORING
Part No.	 Thread 1	 Thread 2

A-280 	 7/8” - 14” UNF 	 1/2 “ NPT

A-2701 	 1-1/6” - 12” UNF 	 3/4” NPT

A-2702 	 1-3/16” - 12” UNF 	 3/4” NPT
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Specifications (dimensions in millimetres)

AFAFVAT-010520

COUPLING
Part No.	 Pipe Thread	 Material	 Style

A-3227 	 1/8” 	 Brass 	 Standard

A-250 	 1/4” 	 Brass  	 Hex

A-251 	 3/8” 	 Brass 	 Hex

A-252 	 1/2” 	 Brass  	 Hex

A-3286 	 3/4” 	 Steel 	 Standard

A-2101 	 3/4” X 1/2” 	 Steel 	 Hex

A-3670 	 1” 	 Steel  	 Standard

A-3695 	 1-1/4” 	 Steel 	 Standard

A-3623 	 1-1/2” 	 Steel  	 Standard

A-3228 	 2” 	 Steel 	 Standard
FLARED SEAL PLUG — BRASS
Part No.	 Hose Size	 Tube Size	 Straight Thread

A-249 	 #10 	 5/8” 	 7/8” - 14”

CAP NUT — BRASS
Part No.	 Hose Size	 Tube Size	 Straight Thread

A-258 	 #10 	 5/8” 	 7/8” - 14”

THREE - WAY VALVE
Part No.	 Pipe Thread	 Flow Diameter

A-2744 	 1/4” 	 7.13 mm

PUSH-LOK* — BRASS
Part No.	 Pipe Thread	 Hose I.D.

A-462-3 	 1/8” 	 1/4”

A-1644 	 1/8” 	 3/8”

A-1643 	 3/8” 	 1/4”

A-1638 	 3/8” 	 3/8”

PUSH-LOK 90° ELBOW
Part No.	 Pipe Thread	 Hose I.D.

A-1637 	 3/8” 	 3/8”

A-3264 	 1/2” 	 3/8”

HOSE MENDER
Part No.	 Hose Size

A-3955 	 16 mm

A-2860 	 19 mm

HALF COUPLING
Part No.	 Thread	 Material	 Style

A-3246 	 1/8” NPT 	 St. Steel 	 Standard

A-2055 	 1/4” NPT 	 Steel 	 Standard

A-3712 	 3/8” NPT 	 Steel	 Standard

A-302 	 3/8” NPT 	 St. Steel 	 Standard

A-2054 	 1/2” NPT 	 Steel	 Standard

A-304 	 1/2” NPT 	 St. Steel  	 Standard

A-306 	 1/2” NPT 	 St. Steel  	 Hex

A-306-1 	 1/2” NPT 	 St. Steel  	 Modified Hex

A-1754 	 3/4” - 16” 	 St. Steel 	 Standard

A-334 	 3/4” NPT 	 St. Steel  	 Standard

A-1355 	 1” NPT 	 St. Steel  	 Standard

A-2867 	 1-1/2” NPT 	 St. Steel 	 Standard

MALE ELBOW 90° - BRASS
Part No. 	 Hose	 Tube	 Pipe	 Straight	
	 Size	 Size	 Thread	 Thread

A-1733 	 #4 	 1/4” 	 1/2” 	 7/16” - 20”

A-1773 	 #5 	 5/16” 	 1/2” 	 1/2” - 20”

A-1774* 	 #6 	 3/8” 	 1/2” 	 5/8” - 18”

A-281 	 #8 	 1/2” 	 1/2” 	 3/4” - 16”

A-1371** 	 #8 	 1/2” 	 1/2” 	 3/4” - 16”

A-283 	 #10 	 5/8” 	 1/2” 	 7/8” - 14”

A-290 	 #12 	 3/4” 	 1/2” 	 1-1/16” - 14”

SAE 45° FLARED FITTINGS
Part No. 	 Hose	 Tube	 Pipe	 Straight	
	 Size	 Size	 Thread	 Thread

A-1732 	 #4 	 1/4” 	 1/2” 	 7/16” - 20”

A-1768 	 #5 	 5/16” 	 1/2” 	 1/2” - 20”

A-1769 	 #6 	 3/8” 	 1/2” 	 5/8” - 18”

A-1639 	 #8 	 1/2” 	 3/8” 	 3/4” - 16”

A-287 	 #8 	 1/2” 	 1/2” 	 3/4” - 16”

A-285 	 #10 	 5/8” 	 1/2” 	 7/8” - 14”

A-278 	 #12 	 3/4” 	 1/2” 	 1-1/16” - 14”

* Old Part No: A-1374

* Male connector

** Extruded


