
ACOUSTICAL CEILING PANELS 

MAX LAY-IN PANEL
MAXIMUM PERFORMANCE  
When utilizing a drop ceiling and your space requires maximum 
absorption - don’t settle. Our new and improved MAX Lay-In 
Ceiling Panels are second to none. The increased absorption 
ratings don’t compromise the original durability or finish. With 
a simple addition of lightweight, thermal, acoustic insulation to 
the backside; you can now maximize noise control from your 
suspended ceiling.

APPLICATIONS 

- Gymnasiums 

- Libraries 

- Rec Centers 

- Offices 

- Conference Rooms

FEATURES 

- Compatible with standard     
   15/16” Intermediate   
    Acoustical Suspension  
   System 

- Abuse-resistant 

- Easy install 

- Insulation included
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CARDINAL LAY-IN CEILING SPECIFICATION DETAILS:

ACOUSTICAL CEILING PANELS 

MAX LAY-IN PANEL

FINISH OPTIONS 
Cardinal Lay-In Ceiling Panels are available in painted natural, 

painted white, and can be customized to match colors of all  

paint manufacturers.

Maintains NRC rating and Class A fire resistance rating when 
factory or field painted

*1” thick light, thermal, acoustic insulation can either be factory stapled or factory cut to size and 
laid upon the 1” panel during installation. Please contact Cardinal Acoustics for insulation data.

PAINTED WHITE CUSTOM PAINTED

RAW UNPAINTED PAINTED NATURAL
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EDGE DETAIL NRC MOUNTING THICKNESS* WIDTH LENGTH WEIGHT P/SF

Square .80 E-400 5/8” 23 ¾” 23 ¾” or 47 ¾” 1.55

.95 E-400 1” 2.20


