CLIMATEC

Dimmable electronic can be
controlled down to 1%

High Energy Savings

Ideal for main Lighting

Watertight Fitting (IP65)

Easy Installation (Wall or Hanging)

HWDK-C

Waterproof Fitting

Stable, blue coloured fitting with INOX cover clips. % c €

Energy saving high frequency electronic ballast 220-240VAC
Dimmable (1-10V) (non-dimmable type also available)

18W, 36W or 58W variants

Ammonia resistant acrylglass (PMMA) cover

Supplied complete with IP67 cable glans and INOX mounting clips
5 wire connection for the dimmable version

Control Options:
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Type Watt L (mm) W (mm) H(@mm) kg
HWDK-C 18ED  1x18 670 102 110 1.5 Dimmable
HWDK-C 36ED 1x36 1274 102 110 2.5 Dimmable
HWDK-C 58ED 1x58 1574 102 110 2.6 Dimmable
HWDK-C 18E 1x18 670 102 110 1.5 Non-Dimmable
HWDK-C 36E 1x36 1274 102 110 2.5 Non-Dimmable
HWDK-C 58E 1x58 1574 102 110 2.6 Non-Dimmable

Climatec Systems Ltd are UK distributors for:

hato 2ilox

AGRICULTURAL LIGHTING SEE THE LIGHT
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