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AUTO BILGE PUMPS

STANDARD PUMP CONFIGURATIONS

Model Flow rate Volts Current Head Wire lead Outlet Dia. N.W./G.W.

SFBP1-G600-06

SFBP2-G600-06

SFBP1-G750-06

SFBP2-G750-06

SFBP1-G1100-06

SFBP2-G1100-06

600 GPH

600 GPH

750 GPH

750 GPH

1100 GPH

1100 GPH

12 V

24 V

12 V

24 V

12 V

24 V

2.5 A

1.5 A

3.0 A

1.6 A

3.0 A

1.8 A

2.5 m / 8.0'

2.5 m / 8.0'

3.0 m / 10.0'

3.0 m / 10.0'

4.0 m / 13.0'

4.0 m / 13.0'

1 m / 3.0'

1 m /3.0'

1 m /3.0'

1 m /3.0'

1 m /3.0'

1 m /3.0'

19 mm/3/4"

19 mm/3/4"

19 mm/3/4"

19 mm/3/4"

29 mm/1-1/8"

29 mm/1-1/8"

0.47/0.52 kg

0.47/0.52 kg

0.47/0.52 kg

0.47/0.52 kg

0.55/0.60 kg

0.55/0.60 kg

5.71in  145.0mm
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FEATURES & BENEFITS

All-in-one pump & switch-No float switch required

Pump turns on when water level rises & shuts off 

when water is removed

Will not pump oil-straight motor oil that enters the 

bilge will not turn the pump on

Snap-off strainer for easy cleaning

Anti-fouling impeller

18 AWG, 1 m long Leads

MOTOR

Type

Sealed,�efficient,�long�life�motor�

Temperature Limits

110 °F (43 °C) Max.

Duty Cycle

Intermittent
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[757] [1136] [1514]
700

[2650]
600

[2271]
500

[1893]
400300200

FLOW RATE: GPH [LPH]

[378]
100

1.31
[0.4]

2.62
[0.8]

3.94
[1.2]

5.25
[1.6]

6.56
[2.0]

7.87
[2.4]

600/750/1100 GPH 750GPH PERFORMANCE
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Color Box
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