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Frame Depth = 90mm (3.54”)

NFRC Values:
   Fixed
      U = 0.16 Btu/(h.ft2.F)
      SHGC = up to 0.39
      VT = 0.59
      Condensation Resistance = 80 
   Operable
      U = 0.18 Btu/(h.ft2.F)
      SHGC = up to 0.34
      VT = 0.5
      Condensation Resistance = 78 

 CE Values:
      Uf  = 1.23 W/(m2K)  
      Ug = 0.53 W/(m2K)
      Uw = 0.8 W/(m2K)
      Psi  = 0.050 W/mK

Thermo Alu90 combines a Passive House level frame with the thin profile of aluminum 
for the modern high performance project. The frame is designed to support very large 
window sizes. Made in standard triple-pane, low-iron glass.

Interior and Exterior: RAL powder coated, Tactile 
Series, and Anodized options.

FINISH OPTIONS

Fixed
Tilt-turn, Tilt-only, Turn-only, Tilt-first
Fixed/Operable combinations
French window opening
Lift-Slide Doors
Entry Doors

CONFIGURATIONS AVAILABLE

HARDWARE
European multi-point locking system with 

upto eight locking points on windows and 

four points on entry doors. Visible hinges are 

standard but concealed hinges are available.

All performance data based on typical assemblies. Discuss specific performance values with a Zola Project Manager

ALUMINUM
THERMO ALU90™

PERFORMANCE


