Mechanical
COUPLERS

The economical
option for simple
and efficient operation

A tough and robust coupler, requiring minimal
installation and maintenance, that is simple to
operate. Use the supplied ratchet to operate the
unique screw thread system. Also available with full
hydraulic 180 degree tilt function in mini classes.

Draw Pin Coupler

Designed to minimize cost and to maintain
ease of use, the Draw Pin Coupler enables
operators to change attachments by simply
pulling one bucket pin. Also available with
full hydraulic 180 degree tilt function.




Mechanical Coupler

Supplied with operating ratchet & two bucket pins

PART # DESCRIPTION EST'[x‘;ES']G"'T
0ee HMU-022-K MECHANICAL COUPLER 18
028 HMU-028-K MECHANICAL COUPLER 36
037 HMU-037-K MECHANICAL COUPLER 4p
055 HMU-055-K MECHANICAL COUPLER 45
070 HMU-070-K MECHANICAL COUPLER 70
130 HMI-130-K MECHANICAL COUPLER 150
170 HMI-170-K MECHANICAL COUPLER 225
210 HMI-210-K MECHANICAL COUPLER 320
270 HMI-270-K MECHANICAL COUPLER 340
320 HMI-320-K MECHANICAL COUPLER 480

Mechanical Tilt Coupler

Supplied with operating ratchet & two bucket pins

EST. WEIGHT | TILT ANGLE

PART # DESCRIPTION (degrees)

022 HMT-022-K MECHANICAL TILT COUPLER 34 180

Draw Pin Coupler

Supplied with draw pin & one bucket pin

EST. WEIGHT
PART # DESCRIPTION
(kgs)
0ee CD-022-K DRAW PIN COUPLER 11
028 CD-028-K DRAW PIN COUPLER 2l

Draw Pin Tilt Coupler

Supplied with draw pin & one bucket pin

Weight Class DESCRIPTION T['c'l':;':gf
022 CDT-022-K DRAW PIN TILT COUPLER 34 180
028 CDT-028-K DRAW PIN TILT COUPLER 65 180

Wedgelock Equipment Limited
wedgelock 0800 424 482

nzsales@wedgelock.com | www.wedgelock.com 930-000-29 (REV 1)




