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Folded top box torsion beam

Side plate welds inside the 
wrap, protecting side seams

BX bucket shell – dual curve & 
side taper

Abrasion wear plate with full 
extra wrap on larger models
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Specifications subject to change. Images are representative only

BCX & BDX
BUCKETS

Wedgelock wide buckets are manufactured 
using wear resistant materials optimizing 
strength, weight and wear properties for 
durability and robustness. Bolt-on cutting 
edges fitted as standard to 037 weight class 
and above. Optional on smaller buckets.

Wedgelock Digging & Trenching Buckets are 
manufactured using a range of high quality 
steels, including wear resistant materials 
optimising strength, weight and wear 
properties for durability and robustness. 
Fitted with bolt-on side cutters as standard. 

Bolt-on reversable edge  
(as stated)

Bolt-on side cutters

Supplied with standard GET
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WEIGHT CLASS PART # DESCRIPTION WIDTH (MM) CAPACITY (M3) WEIGHT (KGS)

022 BCS-022-900-K WIDE BUCKET X 900 900 0.102 55

022 BCS-022-1000-K WIDE BUCKET X 1000 1000 0.120 60

028 BCX-028-1000-K WIDE BUCKET X 1000 1000 0.180 90

037 BCX-037-1200-K WIDE BUCKET X 1200, BOE 1200 0.210 130

055 BCX-055-1400-K WIDE BUCKET X 1400, BOE 1400 0.330 185

055 BCX-055-1500-K WIDE BUCKET X 1500, BOE 1500 0.350 195

070 BCX-070-1500-K WIDE BUCKET X 1500, BOE 1500 0.390 220

099 BCX-099-1700-K WIDE BUCKET X 1700, BOE 1700 0.522 265

130 BCX-130-1800-K WIDE BUCKET X 1800, BOE 1800 0.730 475

130 BCX-130-2000-K WIDE BUCKET X 2000, BOE 2000 0.810 550

170 BCX-170-1800-K WIDE BUCKET X 1800, BOE 1800 0.900 705

210 BCX-210-2000-K WIDE BUCKET X 2000, BOE 2000 1.140 800

270 BCX-270-2100-K WIDE BUCKET X 2100, BOE 2100 1.650 1170

320 BCX-320-2100-K WIDE BUCKET X 2100, BOE 2100 2.070 1490

450 BCX-450-2400-K WIDE BUCKET X 2400, BOE 2400 3.160 2340

WEIGHT CLASS PART # DESCRIPTION WIDTH (MM) CAPACITY (M3) WEIGHT (KGS)

022 BDS-022-200-K DIG/TRENCH BUCKET X 200 200 0.018 25

022 BDS-022-250-K DIG/TRENCH BUCKET X 250 250 0.024 30

022 BDS-022-300-K DIG/TRENCH BUCKET X 300 300 0.030 35

022 BDS-022-450-K DIG/TRENCH BUCKET X 450 450 0.049 40

028 BDX-028-300-K DIG/TRENCH BUCKET X 300 300 0.041 50

028 BDX-028-450-K DIG/TRENCH BUCKET X 450 450 0.068 65

037 BDX-037-300-K DIG/TRENCH BUCKET X 300 300 0.041 63

037 BDX-037-600-K DIG/TRENCH BUCKET X 600 600 0.095 80

055 BDX-055-300-K DIG/TRENCH BUCKET X 300 300 0.068 80

055 BDX-055-650-K DIG/TRENCH BUCKET X 650 650 0.185 115

070 BDX-070-300-K DIG/TRENCH BUCKET X 300 300 0.082 130

070 BDX-070-450-K DIG/TRENCH BUCKET X 450 450 0.140 150

070 BDX-070-750-K DIG/TRENCH BUCKET X 750 750 0.280 210

099 BDX-099-400-K DIG/TRENCH BUCKET X 400 400 0.148 185

099 BDX-099-750-K DIG/TRENCH BUCKET X 750 750 0.336 265

099 BDX-099-1070-K DIG/TRENCH BUCKET X 1070 1070 0.516 325

130 BDX-130-450-K DIG/TRENCH BUCKET X 450 450 0.200 315

130 BDX-130-600-K DIG/TRENCH BUCKET X 600 600 0.290 330

130 BDX-130-900-K DIG/TRENCH BUCKET X 900 900 0.480 420

170 BDX-170-600-K DIG/TRENCH BUCKET X 600 600 0.310 460

170 BDX-170-900-K DIG/TRENCH BUCKET X 900 900 0.520 570

170 BDX-170-1100-K DIG/TRENCH BUCKET X 1100 1100 0.670 625

210 BDX-210-600-K DIG/TRENCH BUCKET X 600 600 0.390 525

210 BDX-210-1200-K DIG/TRENCH BUCKET X 1200 1200 0.930 790

270 BDX-270-600-K DIG/TRENCH BUCKET X 600 600 0.450 670

270 BDX-270-1300-K DIG/TRENCH BUCKET X 1300 1300 1.190 1050

320 BDX-320-900-K DIG/TRENCH BUCKET X 900 900 0.790 1040

320 BDX-320-1500-K DIG/TRENCH BUCKET X 1500 1500 1.500 1400

450 BDX-450-1200-K DIG/TRENCH BUCKET X 1200 1200 1.390 1550

450 BDX-450-1700-K DIG/TRENCH BUCKET X 1700 1700 2.130 1980

BCX WIDE BUCKETS
Complete with side taper & two bucket pins

BDX DIG/TRENCH BUCKETS
Complete with teeth, bolt-on side cutters & two bucket pins

930-000-39 (REV 2)


