
Alira
indoor heat pump

MODELS

TOTAL POWER
(kW)

LW300

LW251

LW180

LW140

LW161H

16 - 30



I N T R O D U C T I O N

*subject to Terms & Conditions

Alira Indoor
The Alira indoor air source heat pump is highly efficient, quiet and is available in a range of 
5 models from 16kW - 30kW. Using the air as the source of energy, the Alira utilises advanced 
technology to provide sustainable heating and hot water. The Alira can be cascaded (up to 4 units) 
for larger projects and comes complete with the Luxtronik controller, however, using a BMS system 
there can be an unlimited number of units. 

Energy Efficiency 
Class

A++2yr
Warranty

key features
Low noise levels

Operates up to 60°C water temperature

COP ranges from 3.21 - 4.3 based on EN14511 

with water at 35°C and ambient air at 7°C

Energy efficiency A++ (35°C)

2 frame sizes to complete range

Indoor wall mounted controller included

9kW electric element for support (Not included 

with the 300 model)

Range of ductwork can be provided to suit 

installation

2 year warranty*

warranty

KEYMARK
Mark of Comformity



D I M E N S I O N S  &  T E C H N I C A L  D ATA

Height
Width
Depth
Hot water flow
Hot water return

LW140 LW180

1780

795

1050

1¼

1¼

1780

795

1050

1¼

1¼

mm

mm

mm

inches

inches

LW251 LW300

1780

795

1050

1¼

1¼

1887

795

1258

1¼

1¼

1887

795

1258

1½

1½

LW161H

MODEL

14.1 - 27.3
3.9

13.7 - 26.1
3.3
N/A
N/A

14.2 - 29.2
4.0

10.1 - 19.4
2.8

10.1 - 19.6
3.9

9.8 - 18.7
3.3
N/A
N/A

10.3 - 21.2
4.0

7.3 - 14.1
2.8

Air 7°C - Water 35°C 
COP
Air 7°C - Water 45°C 
COP
Air 7°C - Water 55°C
COP
Air 10°C - Water 35°C
COP
Air -7°C - Water 35°C 
COP

he
at

in
g 

ca
pa

ci
ty

14.4
4.3
13.9
3.5
N/A
N/A
14.1
4.4
10.8
3.0

19.78 - 32.5
3.8

18.99 - 33.64
3.2
N/A
N/A

22.42 - 39.43
4.22

13.45 - 24.28
2.77

LW140 LW180 LW251 LW300

MODEL

kW

kW

kW

kW

kW

5.6 - 16.1
3.21
N/A
N/A

6.5 - 17.1
2.73

5.8 - 17.4
4.87

4.0 - 13.9
3.21

LW161H-
INVERTER

27
20* / 60**

-20 / 35

20
20* / 60**

-20 / 35

Total building power
Heating circuit (min / max)
Heat source (min / max)

lim
it

s 
of

 u
se

16
20* / 60**

-20 / 35

30
20* / 60**

-20 / 35

kW

°C

°C

16 - 19
20* / 60**

-20 / 35

5551Sound pressure level - 1 metre from 
edge of unit (min / max)so

un
d

50 48 / 51dB(A) 38 / 49

540
R407C - 9.8

400
2
3
9

420
R407C - 6.8

400
2
3
9

Total weight
Refrigerant type/capacity
Electrical supply
Compressor
Operating pressure
Electric heating element

ge
ne

ra
l d

at
a 370

R407C - 5.8
400

1
3
9

490
R448A - 10.0

400
2
3

N/A

kg

/kg

V

bar

kW

362
R410A - 3.8

400
1
3
9

dimensions

technical data

Air outlet can be ordered on the right or left side
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  Legende:       D819355b
  Technische Änderungen vorbehalten.
  Alle Maße in mm.

  A         Vorderansicht
  B         Seitenasicht von links
  D         Seitenansicht von rechts
  E         Rückansicht
  LR       Luftrichtung

87654321

    

    

www.ait-deutschland.eu
D - 95359 Kasendorf

Industriestraße 3
ait-deutschland GmbH

1

1

    
    
    

    

    
    
    
    

    
    

    
    

    
    
    
    

    Ers. d.    Ers. f.

A

B

C

D

E

F F

E

D

C

B

A

4321

Benennung

    
b
a

Zust. Änderungstext

ÄM 999/2016
    

PEP 024/2010

Datum

21.10.2010
20.1.2016
    

Von

RA
DM
    Blatt

von

Werkstoff Gewicht
        

Maßstab 1:30 1:30Det. Maßstab 

Datum Name
Erstellt
Gepr.
Norm.

20.1.2016 Markieton
        

toleranz
Allgemein- Oberflächen

ArtikelNr.

Sc
hu

tzv
erm

erk
 IS

O 
16

01
6 b

ea
ch

ten

DIN ISO 2768 -c

        
Markieton20.1.2016
Aepfelbach19.3.2010

        

    
DM
RA
RA

    
20.1.2016
21.10.2010
19.3.2010

PEP 024/2010

    
ÄM 999/2016

PEP 028/2009-
a
b
    

819355

LW 140, 180, LW 180H
Maßbild
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A Front view
B Side view from left
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E Rear view

LR Air direction
Item Designation

1 Control panel
2 Hot water outlet (flow) G 5/4" DIN ISO 228
3 Hot water inlet (return) G 5/4" DIN ISO 228
4 Bushings for electrical / sensor cables
5 Condensate hose ø i 30 Length from device 1m

LW 140 – LW 180 Dimensional drawings
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*   Return **   Flow/Air > -7°C
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Unit 4 Genesis
Endeavour Drive 
Basildon, SS14 3WF
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Tel: 0345 521 5666
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