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Technical Data Sheet 

 
 

linelube Synthetic 0W-30 Engine Oil 
 
 

Product Description 
 
Synthetic 0W-30 is a fully synthetic high-end engine oil for passenger cars designed to meet the tough demands of many 
current petrol and diesel car engines. Synthetic 0W-30 is designed for modern engines that require a high level of 

protection. 
 

Features & Benefits 

• Improved performance and fuel efficiency 

• Long service intervals 

• Low temperature performance 

• Supreme levels of engine protection 

Applications 
 
Synthetic 0W-30 is suitable for use with engines where the manufacturer recommends an ACEA C3 or API SN in 

passenger car petrol and diesel engines. 
 

Features & Benefits 

• API: SN  

• ACEA: C3  

• MB: 229.31, 229.51  

• BMW: Longlife-04  

 

 

• FORD: M2C950-A  

• Dexos2  
• VW: 502.00/505.00  

• Renault: RN 0700 / RN 0710 

Typical Test Data 
Specific Gravity @ 15.6ºC  0.843 

Kinematic Viscosity @ 40ºC  61.9 

Kinematic Viscosity @ 100ºC  11.2 

CSS @ -35ºC (cP) 5800 

Viscosity Index 177 

Pour Point (ºC) -50 

Flash Point (ºC) 210 

Sulphated Ash (% wt.) 0.8 

 

 
Health & Safety  
 
For health and safety information please refer to the relevant health & safety data sheet on our website. The contents 
of this data sheet is given in good faith but without warranty. 


