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25" November 2022

MR MOHD FITRI BIN KARIM

AURUM PRECAST SDN BHD

NO. 130 JALAN ULU CHOH - GELANG PATAH
JERAM BATU, PEKAN NANAS, 81500 PONTIAN
JOHOR, MALAYSIA

Dear Mr Fitri,

PRODUCT CERTIFICATION SCHEME FOR READY MIXED CONCRETE PRODUCERS BATCHING PLANT @
NO. 130 JALAN ULU CHOH — GELANG PATAH, JERAM BATU, PEKAN NANAS, 81500 PONTIAN
JOHOR, MALAYSIA — (CERTIFICATE NO: CLCB/AM/JB/01)

We are pleased to inform you that CAST Laboratories Pte. Ltd Certification Body has agreed to award a
renewal certificate to your organization.

The Certificate of Conformity (CLCB/AM/JB/01) is awarded to your organization shall be valid for three
(3) years from 20/11/2022 to 19/11/2025.

The details of the concrete product is attached in Appendix, Issue Number 01 dated 25/11/2022.
We congratulate your organization for the achievement.

Thank you.
Yours sincerely,

Chief Executive Officer
CAST LABORATORIES PTE LTD
CERTIFICATION BODY

encl: Certificate of Conformity
Appendix
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CERTIFICATE OF CONFORMITY

Ready — Mixed Concrete Certification

This Certificate is issued to:

AURUM PRECAST SDN BHD

NO. 130 JALAN ULU CHOH — GELANG PATAH "" ‘”“'
JERAM BATU, PEKAN NANAS, 81500 PONTIAN SS 544 PART 1 & 2 : 2019
JOHOR, MALAYSIA SAC CT 06
Batching Plant Location:

BATCHING PLANT 01 - P01

NO. 130, JALAN ULU CHOH - GELANG PATAH e e
JERAM BATU, PEKAN NANAS, 81500 PONTIAN sac Bedy
JOHOR, MALAYSIA FO-3010-09

For
Ready-Mixed Concrete Products
(see Appendix/ces for products and / or family/ies details)

which has complied, where applicable, with the requirements of the scheme and based
on the following:

Standards:

SS EN 206: 2014;
SS 544: Part 1 & 2:2019
SAC CT 06:2019

Product conformity certificates are awarded on the basis of an assessment of conformity control
system and process control covering contract review, product design, production facilities, quality
control system and testing of the product, all coupled with assessment of the supporting quality
management system.

CAST Laboratories Pte Ltd is accredited by the Singapore Accreditation Council for certification in
respect of Product Certification Systems (ISO/IEC 17065: 2012 and SAC CT 05:2019)

THIS CERTIFICATE,IS VALID 3 YEARS FROM (20/11/2022) to (19/11/2025)

Chief Executive Officer
CAST LABORATORIES PTELTD

Certificate No Date of Original Issue Date of Last Revision Date of Expiry
CLCB/AM/JB/01 17/10/2016 25/11/2022 19/11/2025

This Certificate is part of a full report and should be read in conjunction with it

The certificate may not be reproduced except with the written permission of CAST LABORATORIES PTE LTD.

This certificate remains the property of CAST LABORATORIES PTE LTD and shall be returned upon request.

The use of this Certificate is subjected to the terms and conditions of the Ready-Mixed Concrete Scheme.

The manufacturer is solely responsible for the compliance of any product that has the same designation as the product type-tested.

Person relying on this certificate should verify its validity by checking with Certification Manager, CAST LABORATORIES PTE LTD at our office 17 Tuas Ave 8
Singapore 639232. Tel No: 6801 6000.



READY-MIXED CONCRETE CERTIFICATION SCHEME

APPENDIX
TO CERTIFICATE OF CONFORMITY NUMBER: CLCB/AM/JB/01

RMC Producer: AURUM PRECAST SDN BHD
NO.130, JALAN ULU CHOH GELANG PATAH

JERAM BATU, PEKAN NANAS, 81500 PONTIAN
JOHOR, MALAYSIA

Batching Plant: AURUM PRECAST (BATCHING PLANT 01 — P01)

Issue Number: 01

Date of Issue: 25/11/2022

Individual Concrete Products
Details of Concrete Products

PRODUCT CERTFICATION
SSEN 206 : 2014

S5 544 PART 1 & 2:2019
SACCT 06

Accredited
Certification

Sac Bedy
PD-201049

Page 1 of 2

Min Max Chloride Cofgisteriee
Concrete | Strength | Max DC Class / Cement Source Aggregate Type / ;
Cement Aggregate | Content Admixture
Code Class w/c Class g Target / Strength Class Source
Content Size Class
Value (mm)
YL FINE — KOTA TINGGI SIKA
G60 NLH 1 C50/60 0.34 372 DC-2 Dpax20 Cclo.10 7520 CEM Il B-V/42.5N COARSE — KULAI VC2192MY
YIL FINE — KOTA TINGGI SIKA
G35CHF2 C28/35 0.38 460 DC-2 Dmaxl4d Cclo.10 SF1 CEM I1/B-V 42.5N COARSE — KULAI VC3300LS
YTL FINE = KOTA TINGGI SIKA
G60CHF2 C50/60 0.33 530 DC-2 Dmaxl4 Cl0.10 SF1 CEM 11/B-V 42.5N COARSE — KULAI VC3300LS
Signed:

Chief Executive Officer

CAST LABORATORIES PTE LTD

Amendments or additions to this appendix other than those authorized by CAST Laboratories Pte Ltd render the appendix invalid.




READY-MIXED CONCRETE CERTIFICATION SCHEME

APPENDIX (CONDITIONAL)
TO CERTIFICATE OF CONFORMITY NUMBER: CLCB/AM/JB/01

RMC Producer: AURUM PRECAST SDN BHD

NO.130, JALAN ULU CHOH GELANG PATAH
JERAM BATU, PEKAN NANAS, 81500 PONTIAN
JOHOR, MALAYSIA

Batching Plant: AURUM PRECAST (BATCHING PLANT 01 — P0O1)

Issue Number: 01

Date of Issue: 25/11/2022

Individual Concrete Products
Details of Concrete Products

PRODUCT CERTIHCATION
SSEN 206 : 2014
SS544 PART 1 & 2:2019
SACCT 06

Accredited
Certification

sac Body
PD-201509

Page 2 of 2

Min Max Chloride Coasistence
Concrete | Strength | Max DC Class / Cement Source / | Aggregate Type / "
Cement Aggregate | Content Admixture
Code Class w/c Class ; Target Strength Class Source
Content Size Class
Value (mm)
FINE-KOTA TINGGI SIKA
; - 3 TL- CEM |52,
G40NHS2 C32/40 0.38 410 DC-2 Diiax20 Clo.10 sS4 YTL- CEM | 52.5N COARSE-KULAI VC3300LS
YTL- CEM I 525N / FINE=ROT# SIKA
G45NHS1 C35/45 0.36 450 DC-2 Dpaxl4 Cl0.10 S4 CEM 11/8-V 42.5N TINGG*I(UC&IIARSE = VC3300LS

This Schedule is valid for 1 year from (25/11/2022) to (24/11/2023).

Conditional schedules are only awarded for new concrete composition that have not generated enough test results
as stated in clause 7.2 of SAC CT 06:2019

Signed:

Chief Executive Officer

CAST LABORATORIES PTE LTD

Amendments or additions to this appendix other than those authorized by CAST Laboratories Pte Ltd render the appendix invali




