
STARTER PACK | Install Guide

NEED HELP?



3 (three)
DC / vehicle power 

cords set ups 

2 (two) AC / outdoor 
110-240 V power 

connection setups

5 (five)
ProxBoxes & 

antennas



0:45 minutes per truck box (3) 2:15

0:30 minutes per yard box (2) 1:00

0:02 minutes per tag (50) 1:40

4:55  

Tools and supplies in order of use

❏ Tools for seat removal if necessary (optional)

❏ Driver and matching head for  install hardware

❏ Car/truck trim removal tools (optional)

❏ Carpet knife if threading through the floor (optional)

❏ Double stick foam tape to attach antenna

❏ Zip ties to secure snaked power cord

❏ Wire stripper

❏ 16 GA Crimper

❏ (4) 16 GA ring terminals (blue) with 2 different diameters to fit a 

range of batteries 

❏ (1) 16 GA butt connector (blue)

❏ Wrench or socket to remove/replace battery terminal nuts

❏ Smart phone for scanning tool tags

❏ Epoxy



Step 1: 

Fill out these 4 critical pages. They are designed to 
prevent the dreaded “rework” present in too many 
projects.
 
1. Having the team rosters, shipping and office  

information all in one place helps to get 
started smoothly and in the right place

2. The install locations allows us to set up rough 
coordinates and geo fences.  Having the truck 
types allows us to pull up any tricky install 
notes that we may have from previous jobs.

3. The tool category selection helps you to trim 
out those categories which are not relevant to 
your business right now, while knowing that 
they can be added back in any time in the 
future.

4. The final page allows you to write down what 
you believe success should look like with this 
Starter Pack. By writing it down it already 
improves the chance over it happening. 



Step 2a: 

1. Attach the ProxBox to any solid flat surface on the same 
side as the battery and where the antenna wire can reach 
a fixed window or surface and where the power cord can 
be snaked either under the floor or under the trim and 
through the dash firewall to the battery.

NOTE: Do not connect the ProxBox to a window. Heat 
can melt the adhesive and make the box a projectile 
hazard. 

2. Using double-sided foam tape
attach the antenna as high as 
possible on a flat surface. 

3. Plug the antenna into the box.



Step 2b: 

1. Snake the power cord from the box down beneath 
the door sill trim and then up through a grommet in 
the firewall (likely located up behind the glove 
compartment) to the battery. 

2. Zip tie the cord with enough slack to neatly attach 
to the battery

NOTE: The provided will likely have to 
be trimmed and stripped to fit each 
vehicle. 



Step 2c: 

1. Crimp the appropriate sized ring terminal based 
on your battery post diameter to either end of 
the fuse assembly wire.

2. Remove the fuse from the fuse wire and set 
aside.

3. Connect the red wire to the fuse wire using the 
butt connector.

4. Crimp the second ring terminal to the other end 
of the fuse  assembly wire.



Step 2d: 

1. Attach the negative ring terminal to the negative post.

2. Attached the positive ring terminal to the positive post. 

3. DOUBLE CHECK that the antenna is plugged in. 
   
4. Insert the fuse to power on the box.



Step 3a: 

1. Confirm that the locations chosen are near a 110V outlet 
with a flat surface nearby  to securely mount the ProxBox 
and antenna

2. Mount the power supply box so that the power cord can 
reach the ProxBox location.. DO NOT PLUG IN YET



Step 3b: 

1. Mount the ProxBox as high as 
possible using appropriate 
fasteners for the surface. 

2. Mount the antenna so that its 
cord reaches the box and plug 
in the antenna immediately 
after installation. 

3. Attach the power cord to the 
box but NOT TO THE WALL 
YET.
   



Step 3c: 

VERY IMPORTANT
DO NOT PLUG IN THE PROXBOX UNTIL 

THE ANTENNA IS ATTACHED.
(Double check the antenna right now.)



Step 4: 

1. Login to server
https://{YOURcompanyname}.tv.recondynamics.com

2. You will have been sent a login and temporary password. Email 
support@recondynamics if you have not received a login



Step 7a: 

  1. Click the name of your company

2. + Add the asset and follow the 
prompts to include the details



Step 7b: 

TIPS: 

● Vehicle ID is from your own internal naming system

● Set reminders to triggers alert in advance of expiration dates so that 
actions can be taken before fines are incurred.



Step 7c: 

BLUE LIGHT - Solid indicates that the CPU is ready

GREEN LIGHT - Solid indicates that GPS is locked

RED LIGHT - Solid indicates that cellular network is connected

Blinking lights mean that the function is not complete; a connection 
attempt is still being made.



DOMAIN:   { YOURCompanyName } (nothing else)

USERNAME:   Sent by email

PASSWORD:   Temporary password sent

Step 8a: ToolIntel™ by Recon



Step 8b: 

Choose from a drop down (e.g.“Drill”)

Describe the tool (e.g.“Dewalt Hammer Drill” )

Must be unique (e.g. “DCD950_0197”)



Step 8c: 



Step 8d: 

Recommended Epoxies:

> 3M 35877 - EZ Sand Flexible Parts Repair

> J&B Weld 2 part epoxy 

> SIKA Pro Select Anchoring Adhesive



1. https://{YOURcompanyname}.tv.recondynamics.com

2. Click ASSETS in the blue header and tick the boxes of 
    the assets that you’d like to transfer

3. Click                    in upper right corner this will reveal   
    “transfer controls” and check boxes: 

4. Click “Transfer Controls” and check the 
    assets that you would like to transfer.

5. Select the destination and click “Transfer”.

Step 9: 



Step 10: 


