
UM1170-6BS, UM1170-9BS, UM1170-12BS  //  60cm, 90cm & 120cm  //  SILENT 

PRODUCT DESCRIPTION

• black powder coated 
stainless steel finish

• silent Isodrive®  
motor system

• soft-touch controls,  
digital display

• 5 x speed levels
• 15 minute delay timer  

with auto shut-off
• 2 x LED lights
• stainless steel,  

dishwasher safe filters
• 5 Year Warranty on Canopy

TECHNICAL DATA

UM1170-6BS
• dimensions: (W x D)  

598 x 295 mm
• 2 x mesh filters 

UM1170-9BS
• dimensions: (W x D)  

898 x 295 mm
• 3 x mesh filters 

UM1170-12BS
• dimensions: (W x D)  

1198 x 295 mm
• 4 x mesh filters 

ISODRIVE® OPTIONS

• ST single external motor 
- 900 m3/h airflow 
-  200mm SteelFlex™ 

ducting (4m)
- install roof/wall 
- rated power: 57W 

• SP single external motor 
- 1600 m3/h airflow 
-  200mm SteelFlex™ 

ducting (6m)
- install roof/wall 
- rated power: 155W 

// UM1170-6BS (60cm)

// UM1170-12BS (120cm)

// UM1170-9BS (90cm)

Perfect for cooking up a storm. The popular UM1170-9BS now 
comes in stylish stain-resistant matte black to add sophistication 
and drama to modern kitchens. Designed for discreet mounting 
into 300mm deep cabinetry, it is ideal for kitchens where space is 
limited, or where the rangehood needs to be out of sight.

Soft-touch controls operate the 5 speed settings and LED lighting, 
while dishwasher-safe mesh filters offer easy maintenance.
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UM1170-9S, UM1170-9BS  //  Black or Stainless Steel  // 90cm  //  SILENT 
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Model: UM1170-9S, UM1170-9BS
Feeding Voltage: 220-240V 50Hz
Max Lamp Power: 2 x 3W




