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MEDYTGENIC

DENTAL

INFECTION CONTROL

MEDIGENIC ESSENTIAL
INFECTION-CONTROL KEYBOARD

The Medigenic Essential keyboard features a flat, flexible
silicone surface that can be disinfected effectively in just ten
seconds so that cleaning between dental patients is quick
and easy. There is no need to disconnect the keyboard and
move it to a sink or dishwasher for cleaning, and the silicone
is impervious to any hospital-grade cleaner. A high quality
scissor-style keyboard beneath the surface enables excellent
tactile feedback for comfortable and efficient typing. A
durable and cleanable keyboard is easier to use and more
environmentally friendly when compared to the common
practice of using disposable single-use plastic covers for each
patient. Effective Infection Control has never been so easy.

ESSENTIAL KEYBOARD HIGHLIGHTS
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Disinfection without disconnection
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MEDYGENIC

Contact us to request a
free trial of the Medigenic
Essential Keyboard today.

SPECIFICATIONS

MEDIGENIC ESSENTIAL KEYBOARD (K104E01-US)
SIZE / WEIGHT / COLOR

+ Keyboard Length: 18.2” (462 mm)

# Keyboard Width: 6.7” (170 mm)

# Keyboard Depth/Height (at rear minimum): 1.4" (34 mm)
+ Keyboard Weight: 2.5 lbs (1.2 kg)

+ Keyboard Color: light blue

# Cable Length: 6 ft. (2 m)

INTERFACES
+ USB

SUPPORTED OPERATING SYSTEMS
% Microsoft Windows®, Linux®, and Mac®

MECHANICAL

+ QWERTY Key Life: 10,000,000 actuations per key
# Function Key Life: 5,000,000 actuations per key

ENVIRONMENTAL

* Storage Temperature & Humidity -40° F (-40° C) to 140° F (60° C) at 5% to 65% relative
humidity (non-condensing)
¥ Operating Temperature & Humidity 32° F (0° C) to 104° F (40° C) at 5% to 80% relative

humidity (non-condensing)
# Environmental Sealing Compliance: IP67
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