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MEDYGENIC

INFECTION CONTROL

MEDIGENIC MEDICAL
SCROLL MOUSE

An easily cleaned optical mouse designed for medical
environments, the Medigenic® Medical Scroll Mouse is
impervious to antibacterial spray or liquid cleaning products.
Made of the same pliant silicone-based material as its
counterpart Medigenic Medical Keyboard, this pointing device
may also be rinsed, as necessary. Its smooth latex-free surface

provides hypo-allergenic advantages, while eliminating nooks
and crannies where bacteria can hide.
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Contact us to request a
free trial of the Medigenic
Medical Scroll Mouse today.

SPECIFICATIONS

MEDIGENIC MEDICAL SCROLL MOUSE (M03)
SIZE / WEIGHT / COLOR

# Mouse Length: 4.5” (113 mm)
« Mouse Width: 2.7" (67 mm)
+ Mouse Depth/Height (at rear minimum): 1.5” (37 mm)
« Mouse Weight: 0.2 Ibs (0.1 kg)
« Mouse Color: light blue
¥ Cable Length: 6 ft. (2 m)
INTERFACES

« USB 2.0 Compatible HID Mouse (full speed, low current)

MOUSE BUTTON FEATURES

« 5 Buttons (left, middle, right, scroll up and down)
« Button Life: 1,000,000 actuations

MOUSE TRACKING SYSTEM

« Optical tracking system based on an optical mouse sensor
lllumination Source: LED, Illumination Color: Red, Imaging Rate: 1500 frames

per second, X-Y Resolution: 400 points per inch (15.75 points per millimeter),
Tracking Speed: Up to 20 inches (508 millimeters) per second

COMPATIBLE OPERATING SYSTEMS

# Microsoft Windows®, Linux®, and Mac®
=« USB port

ENVIRONMENTAL

# Storage Temperature & Humidity -40° F (-40° C) to 140° F (60° C) at 5% to 65% relative
humidity (non-condensing)

# Operating Temperature & Humidity 32° F (0° C) to 104° F (40° C) at 5% to 80% relative ﬁ I S

humidity (non-condensing)
# Environmental Sealing Compliance: IP67
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