CETI High Bay

LED High Bay Pendant

Overview

The CETI high bay is a suitable replacement for
conventional HID Low Bay / High Bay luminaires.

Pure aluminium heat sink. Complete with high efficiancy
Lumiled chipset combined with a dimmable Meanwell
driver to produce a powerful and efficient lumen package.

Product Information

EST-CS

YEAR
WARRANTY

Product Code Luminaire Power Operating Power Lumens Light Distribution Dimensions Weight
EST-CS12100W-D5K 100W 100V-277V 13000 120° D252 x H18omm 39Kg
EST-CS12200W-D5K 200W 100V-277V 26000 120° D280 x H228mm 6.8Kg
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CETI High Bay

EST-CS

Technical Specification

Structure

Colours Black

Material Aluminium

Heat Sink Pure Anodized Aluminium

IP Rating 1P65

Lens Anti Static Lens

Performance

Light Source Lumileds

Driver Meanwell Driver, 50/60Hz, PF>096

Colour Temperature

5000K

Efficacy

130 Lm/W, CRI>80Ra

Operating Humidity

15% - 90%

Warranty

5 Years in -40 to 55°C ambient

Optional

60° AL Reflector EST-CSR60D
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Optional

Prismatic Lens EST-CSR70 (For EST-CS12200W only)
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Dimensions

EST-CS12100W EST-CS12200W
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