WoT Flood / Street Light

EST-WoT

LED Area Flood / Street Light

YEAR
WARRANTY

Overview

The body of the WoT series is slim, but behind it is a superb
efficacy system, heat radiation ability and though endurance for
brutal working environment.

Product Information *Indent Product - MOQ10pcs

Product Code Luminaire Power Operating Power Lumens Distribution Types Dimensions Weight
EST-75WoT-As5K-BLK 75W 100V-277V 10500 70° *125°Type 4 585x270x56mm 4.8Kg
EST-145W0T-A5K-BLK 145W 100V-277V 18400 70°*125° Type 4 585x270X56mMm 48Kg
EST-200W0T-A5K-BLK 200W 100V-277V 27930 70°*125° Type 4 679X350X56mMm 55Kg
Types of Mounting Brackets

T-A: Type A - Adjustable Tenon Mount (6omm)

T-B: Type B - Adjustable Arm Mount

T-C: Type C - Yoke Mount

T-D: Type D - Trunnion Mount - Example: EST-200WoT-D5K-BLK
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WoT Flood / Street Light

Technical Specification

Luminaire

Light Source Lumileds 3030
Material Die-Cast Aluminium
Coating Anti-corrosion

IK / IP Rating IK10 / IP66

Colour Temperature 5000K

Colour Rendering Index >70Ra

Pole Tenon Diameter

60mm (Type A - Adjustable Tenon Mount)

Design

1, Space reserved for photocell sensor
2, Space reserved for occupancy sensor with waterproof seal

3, Tool-free maintenance

Mounting
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Type A

Adjustable Tenon Mount (6omm)

Type B
Adjustable Arm Mount
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Photometry
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Type C
Yoke Mount
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Dimensions

Type D
Trunnion Mount
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75-145W (mm) | 200W (mm)
A 56 56
B 270 350
C 77 77
D 165 165
E 585 679
F 150 150
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