
Maschinenausführung:
Kompakte und stabile Kunststoffschneidmühle, auf 4 Fahrrollen, 2 mit Feststeller, 
optional mit Gestell. Motor auf Schlittenführung. Aus dem Vollen gefertigter 
Schrägschnittrotor mit aggressivem Einzugsverhalten. Kein Einstellen der Rotormesser 
erforderlich, nur Statormesser justieren. Messer vielfach ohne Vorrichtung 
nachschleifbar. Schnelles Reinigen und werkzeugloses Öffnen garantiert. Maschine 
CE-geprüft. Sicherheitsverriegelung selbstüberwachend gemäß EN DIN 13849 
(Sicherheit von Maschinen). Steuerung im Metallgehäuse montiert. Einwurfschacht aus 
Stahlblech mit Spritzschutzvorhängen. Absaugbehälter für Sauganschluss geeignet. 
Fassungsvermögen ca. 3 Liter. Leichtes Öffnen und Schließen. Maschine anschlussfertig 
mit 5m Kabel und 16A CEE-Stecker.

Arbeitsbreite 232mm

Mahlraumöffnung 230 x 150mm (B xT)

Motorleistung 2,2 kW

Rotordrehzahl 280 ¹/min

Rotormesser 3 St.

Statormesser 2 St.

Farbe Aluminium eloxiert/Stahl RAL 7035 lichtgrau

Gewicht ca. 265-280 KG

Hochgestell optional
Ersatzsiebe und -messer erhältlich
Lieferzeit nach Fertigstellung des Zusammenbaus: 2-5 Tage
Gewährleistung: 12 Monate nach Lieferung, ohne Verschleißteile



Maße:



Machine design:
Compact and stable plastic granulator, on 4 castors, 2 with brakes, optionally with high 
rack. Motor on carriage guide. Angled cutting rotor made from solid material with 
aggressive infeed. No adjustment of rotor knives required, simply adjust stator knives. 
Knives regrindable many times without fixture. Quick cleaning and tool-free opening 
guaranteed. Machine CE certified. Safety lock, self-monitoring, according to EN DIN 
13849 (safety of machines). Control unit mounted in metal housing. Hopper made of 
sheet steel with splash protection curtains. Suction container suitable for suction 
connection. Capacity approx. 3 liters. Easy opening and closing. Machine ready for 
connection with 5m cable and 16A CEE plug.

Work width 50mm

Chamber opening 50 x 60mm (W x D)

Motor power 1,1 kW

Rotor speed 280 ¹/min

Rotor blades 3

Stator blades 2

Finish Anodized aluminum/steel RAL 7035 light gray

Weight ca. 60 KG

High rack optional
Spare sieves and knives available
Delivery time after completion of assembly: 2-5 days
Warranty: 12 months after delivery, excluding wearing parts



Dimensions:


