
COMPLETIONS

LINERSWIRELINE COMPLETIONS MULTI-STAGE

The Fortress SPMG’s are designed to be set and retrieved by 

using a standard side pocket kick-over tool. These gauges use 

simple and powerful software for all programming and data 

retrieval which can be performed in the fi eld or at the offi ce.

The Fortress SPMG has a silicon sapphire transducer that can 

operate in temperatures up to 150˚C and provide 2 million data 

points. The gauge utilizes two AA lithium cell battery packs which 

can permit data acquisition over several months.

FEATURES & BENEFITS

  Precise accuracy & resolution providing excellent detail 

of well data

  Two sets of packing to straddle and isolate mandrel ports 

ensuring longevity of pressure isolation

  Standard retrieving pro� les to ensure compatibility with common 

wireline equipment

  Long battery life and large memory capacity permits extended 

duration or multi-well data gathering

  Simple data downloading procedures minimizing risk of data 

integrity issues

APPLICATIONS

 Fluid column and gradient pressure recording 

 Stimulation monitoring

 Down-hole � ow monitoring

 Post-stimulation evaluation

 Interference / Isolation testing

 Water injection monitoring 

 Fracture monitoring

CURRENT SIZES

 25.4mm (1”) OD

 38.1mm (1.5”) OD

STANDARD OFFERING

 Silicon Sapphire Sensor

 Pressure range up to 68.9 

MPa (10,000 psi)

 ± 0.03% FS pressure 

accuracy 

 0.0003% FS pressure 

resolution

 150 °C (302 °F) 

temperature rating

 ± 0.5 °C (± 0.9 °F) 

temperature accuracy 

 0.01 °C (0.018 °F) 

temperature resolution 

 25.4mm (1”) Valves - Bk-2 

Latch or BEK-2 

 38.1mm (1.5”) Valves - RK 

or RA Latch

OPTIONS

 177 °C (351 °F) 

temperature rated

 Inconel

 Stainless steel

The Tier 1 Fortress SPMG is installed within a Fortress Side Pocket Mandrel (SPM) and utilizes a robust 

electronic design with silicon-sapphire technology to measure pressure and temperature.

FORTRESS SPMG       
SIDE POCKET MEMORY GAUGE

DCN: C17RO16.A1


