neizetse — Oxygen / Ozone Contact Cone

Oxygen and Ozone Contact Cones are very efficient units capable of providing high concentrations of dissolved oxygen and ozone
for water in aquatic systems. The 02 and O3 cones are a virtually maintenance-free manner of saturating the water with oxygen
or ozone in aquaculture systems. High pressure within the cone diffuses the gas into the water as it flows downward and out
through the bottom, at efficiency rates at or very near 100% .
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25 psi Oxygen and Ozone Contact Cones - Technical Data-
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Diameter in D 12 18 24 30 36 42 48 54 60 72
Overall Height in H 38.0 52.0 66.0 80.5 94.0 108.0 | 122.0 | 1365 | 150.0 | 1785
Inlet / Outlet @ in LI/LO 15 3.0 3.0 4.0 6.0 6.0 6.0 8.0 8.0 10.0
Liquid Flow - Max gpm 46 103 186 289 412 565 742 933 1,157 | 1,664
lpm 176 390 702 1,005 | 1,561 | 2140 | 2809 | 3533 | 4380 | 6297

Contact Cones include [1] %4"x¥4" 316SS bushings for pressurized O?/ O° inlet and [2] %4"x%4" 316SS bushings for optional Pressure Gauge and
Pressure Relief Valve.

Oxygen Absorption - Freshwater - 100% Saturation -kg/hr @ 10psi

§°C 0.28 0.62 1.12 1.75 2.49 3.41 4.48 5.63 6.98 10.04
10°C 0.25 0.55 0.99 1.54 2.20 3.01 3.96 4.97 6.17 8.87
15°C 0.22 0.49 0.88 1.38 1.96 2.69 3.53 4.44 5.50 7.91

20°C 0.20 0.44 0.79 1.24 1.77 242 3.18 4.00 4.95 7.12
25°C 0.18 0.40 0.72 1.12 1.60 2.20 2.88 3.63 4.49 6.46

Oxygen Absorption - Freshwater - 100% Saturation - kg/hr @ 25psi

5°C 0.60 1.34 2.42 3.77 5.37 7.36 9.66 12.15 15.06 21.66
10°C 0.53 1.19 2.14 3.33 4.75 6.52 8.55 10.75 13.33 19.17
15°C 0.48 1.06 1.91 2.98 4.25 5.83 7.65 9.62 11.93 17.16
20°C 0.43 0.96 1.73 2.70 3.84 5.27 6.92 8.70 10.78 15.50
25°C 0.39 0.88 1.58 2.46 3.50 4.80 6.31 7.93 9.83 14.14

CAUTION! MAXIMUM OPERATING PRESSURE IS 25 PSI. All weights and loadings are estimated; actual may vary slightly. Absorption based upon 100%
min. concentration of Oxygen. Final total dissolved gas pressure (TDGP] values need to be considered for any aquaculture gas injection system.
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50 psi Oxygen and Ozone Contact Cones - Technical Data
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Diameter in D 12 18 24 30 36 42 48 54 60 72
Overall Height in H 38.0 52.0 66.0 80.5 94.0 108.0 122.0 136.5 150.0 178.5
Inlet / Outlet & in LI/LO 1.5 3.0 3.0 4.0 6.0 6.0 6.0 8.0 8.0 10.0
Liquid Flow - Max gpm 46 103 186 289 412 565 742 933 1,157 1,664
Ipm 176 390 702 1,095 | 1,561 2140 | 2809 | 3533 | 4380 | 6,297
Contact Cones include [1] %4"x¥" 316SS bushings for pressurized 02/ O inlet and [2] %4"x%4" 316SS bushings for optional Pressure Gauge and
Pressure Relief Valve.
Oxygen Absorption - Freshwater - 100% Saturation - kg/hr @35psi
5°C 0.82 1.82 3.28 5.1 7.29 9.99 13.12 16.49 20.45 29.40
10°C 0.73 1.61 2.90 4.53 6.45 8.85 11.62 | 14.61 18.11 26.04
15°C 0.65 1.44 2.60 4.05 5.78 7.93 1040 | 13.08 | 1622 | 23.32
20°C 0.59 1.31 2.35 3.67 8.23 7.17 9.41 11.83 14.67 21.09
25°C 0.54 1.19 2.15 3.35 4.77 6.54 8.59 10.80 13.39 19.25
Oxygen Absorption - Freshwater - 100% Saturation - kg/hr @50psi
5°C 1.14 2.54 4.58 7.13 10.17 13.94 18.30 23.01 28.53 41.02
10°C 1.01 2.25 4.05 6.32 9.01 12.35 16.21 20.39 25.28 36.35
15°C 0.91 2.02 3.63 5.66 8.07 11.07 14.53 18.27 22.65 32.56
20°C 0.82 1.83 3.29 5.12 7.30 10.02 13.15 16.53 20.50 29.47
25°C 0.75 1.67 3.00 4.68 6.67 9.15 12.01 15.10 18.73 26.93
CAUTION! MAXIMUM OPERATING PRESSURE IS 50 PSI. All weights and loadings are estimated; actual may vary slightly. Absorption based upon 100%
min. concentration of Oxygen. Final total dissolved gas pressure [TDGP] values need to be considered for any aquaculture gas injection system.
Notes: Ozone Contact Cones require an ozone resistant liner. Oxygen and Ozone Contact Cones are built for indoor use only. All valves, piping
and anchoring mechanisms are to be supported independently. Standard units are provided with non-rated Base Flange or [4] non-rated Hold
Down Brackets. Anchor requirements and design for wind and seismic loads are by others, including: Reinforced Flange thickness, Number of
and Type of Anchor points, and any additional hold down requirements.
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