
ICM Data Sheet
Stand-Alone ICM Systems Spec

ICM Model ICM-48-1-3L-P2 ICM-82-1-4L-P4 ICM-82-1-4L-P22
ICM Support Rack
Dimensions (OD) 48" x 24" x 78" (LxWxH) 82" x 24" x 96" (LxWxH) 82" x 24" x 96" (LxWxH)
Qty Tank Levels 3 4 4
Qty Rack(s)
Stand Alone Filtration
Material Construction

Tanks & Volume
Culture Tank Quantity & Type Qty (15) 1.8 GAL Polycarbonate Type P2 Qty (24) Polycarbonate Type P4 Qty (9) Polycarbonate Type P22
Culture Tank Dimensions 12.75" x 6.75" x 8"  (LxWxH) 12" x 18" x 9"  (LxWxH) 26" x 18" x 15"  (LxWxH)
Culture Tank Volume Each 1.8 gallons / 6.9 liters 4.75 gallons / 18.3 liters 22 gallons /  83 liters
Culture Tank Volume Total 27 gallons / 102 liters 114 gallons / 431 liters 198 gallons / 750 liters
Sump Tank Dimensions 38" x 20" x 16" (LxWxH) 62" x 20" x 16" (LxWxH) 62" x 20" x 16" (LxWxH)
Sump Tank Material
Sump Tank Volume 52 gallons / 199 liters 86 gallons / 325 liters 86 gallons / 325 liters

Filtration & Disinfection
Max Flow Rate 13 gpm 15 gpm 15 gpm 
Max Pressure 4 psi 10 psi 10 psi

Filter Type/Size Filter Pad, 24" x 14" 
3-Stage Filtration: Filter pad/cartridge 

20m/cartridge 10m/carbon
3-Stage Filtration: Filter pad/cartridge 

20m/cartridge 10m/carbon
UV Sterilizer 50 watt High Output 80 watt High Output 80 watt High Output
UV Dosage 60 mJ/cm2  @ 13 gpm, 90% UVT 90 mJ/cm2  @ 14 gpm, 90% UVT 90 mJ/cm2  @ 14 gpm, 90% UVT
Biofilter type
Biofilter media volume 0.9 ft3 2 ft3 2 ft3
Biofilter media surface area 223 ft2/ft3 457 ft2/ft3 457 ft2/ft3
Air pump 50 watt 50 watt 50 watt
Pump Type Mag Drive submersible
Temperature Control

Monitoring & Control System 
Monitoring & Control Unit Type
Flow Cell included
WQ Sensors available 
Automatic Makeup Water
Lighting (optional)

Electrical Requirements
Electrical Point of Connection male plug
Electrical Requirement 115V-60Hz, 15A GFCI 115/230VAC, 1 or 3phase, 60Hz  - hard wire termination

Single EPOC w/ disconnect

DGMA Prominent flow cell
pH, Conductivity, Temperature, Dissolved Oxygen 

 1" solenoid valve, timed on/off
LED with 24/7 timers

Moving Bed Biofilter (MBBR)

Mag Drive end suction centrifugal
Optional Immersion Heater, Chiller or Heat Pump w/ digital controls

Welded 316L Stainless Steel SQ tubing, 1.5"
YES

1

welded high density polyethylene (HDPE), white

Aegis II Prominent Controller
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