
Medication Pouch 
Packaging Winders

• Increases efficiency and saves time

• Automated and manual options

• Flexible operation methods

• Easy to use and maneuver

• Preserves integrity of pouch rolls

Increase workflow efficiency with ScriptPro’s medication pouch packaging 
winder solutions. Whether a batch of pouches is being produced by your  
MP 400/MP 100 Medication Pouch Packaging System or have just been 
checked by your Medication Detection Machine (MDM), we offer automated 
and manual winder options that will create sets of neatly wound rolls of 
pouches, ready for the next step in your production process. ScriptPro 
winders can be used in combination with an easy release core and winder 
disk to make the transport of the wound rolls easier.

Post-Packaging Winder (Disk and Reel)
The Post-Packaging Winder is a fully automated winder that winds rolls 
directly from your MP 400/MP 100 Medication Pouch Packaging System. It 
adjusts its winding speed to match the output of the packaging machine, 
making the batch roll immediately ready for further processing. 

Available in Disk and Reel configurations, the Post-Packaging Disk Winder is 
designed to work with the MDM, whereas the Post-Packaging Reel Winder 
is designed to work with the MDM Pro. Both versions include a convenient 
adjustable stand and one Winder Disk or Reel. Additional Winder Disks and 
Reels are sold separately.

Pre-Inspection Unwinder
The Pre-Inspection Unwinder holds rolls of pouches that are ready to feed into 
your MDM, and is a useful component in the medication staging workflow. 

Post-Inspection Winder
The Post-Inspection Winder creates rolls of pouches at selected speeds.  
It can be used in conjunction with your MDM, controlled by a simple foot 
pedal to regulate speed. Easy to use and maneuver, it can handle rolls with a 
maximum diameter of 15.75” (40 cm).

Table Top Winder
The Table Top Winder is a standalone winder for winding smaller, individual 
patient rolls. This handy device is designed to sit on a table and is operated  
by a foot pedal. It is an ideal solution for checking and repairing individual 
pouch rolls.

About ScriptPro

We create innovative, seamlessly-integrated 
robotics and workflow systems that optimize 
pharmacy services. As patient care progresses 
from inpatient to outpatient and long-term 
care settings, the need for advanced systems 
to support medication therapy is evolving. 
Our solutions include strategic planning and 
financial management services that help health 
systems succeed in a dynamic and financially 
challenging environment.
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Specifications*

Post-Packaging Winder
Disk:

Measurements (in WxDxH): 25.98" (66cm) x 17.72" (45cm) x  
11.81"-15.35" (30cm-39cm)

Weight: 26.50 lbs (12 kg)

Maximum diameter pouchroll: 17.32" (44cm)

Power requirements: 110 V ~ 60Hz 30VA | 220 - 240V ~ 50Hz 30VA

Post-Inspection Winder
Measurements (in WxDxH): 18.11" (46cm) x 18.11" (46cm) x 47.24" (120cm)

Weight: 26.50 lbs (12 kg)

Maximum diameter pouchroll: 17.32" (44cm)

Power requirements: 110 V ~ 60Hz 30VA | 220 - 240V ~ 50Hz 30VA

Table Top Winder
Measurements (in WxDxH): 12.99" (33cm) x 5.91" (15cm) x 8.66" (22cm)

Weight: 9.91 lbs (4.5 kg)

Maximum diameter pouchroll: 7.48" (19cm)

Power requirements: 110 V ~ 60Hz 30VA | 220 - 240V ~ 50Hz 30VA

 
* Specifications subject to change without notice.


