
QualiCast

 The World of 
Die Casting Technology

 Cold Chamber 
Die Casting Technology

SeriesQC



QC – Qualität ohne 
Kompromisse 

Unsere QualiCast-Reihe ist mit Schließ- 
kräften von 1.250kN 8.300kN leistungsstark 
und die wirtschaftliche Lösung im Bereich 
der kleineren Kaltkammer-Druckgieß- 
technologie.

Die Druckgießmaschinen stehen für 
höchste Qualität, sichern kürzeste 
Zykluszeiten und bieten leistungsfähigen 
Unternehmen die Voraussetzung für 
Wachstum und Wettbewerbsfähigkeit.

With locking forces from 1,250 kN to  
8,300 kN, our QualiCast series is the  
powerful and economic solution for  
the smaller size range of cold chamber  
diecasting technology. 

The diecasting machines stand for the 
highest quality, ensure the shortest cycle 
times and provide powerful companies 
with the prerequisites for growth and 
competitiveness.

QC – Quality without 
compromise

SeriesQC

Weitere Information
More Information
www.frech.com

Oskar Frech GmbH + Co. KG
Schorndorfer Straße 32
D-73614 Schorndorf-Weiler
 

Telefon + 49 7181 702-0
Telefax + 49 7181 75430
info@frech.com

QC-Series 1 daN ≈ 1 kp
  1 kN ≈ 100 kp QC 130            QC 210 QC 380 QC 640 QC 830

Zuhaltekraft / Locking force kN 1.250 2.200 3.800 6.400 8.300

Schließhub / Closing stroke mm 340 430 600 750 825

Auswerferkraft / Ejector force kN 80 110 180 300 364

Auswerferhub / Ejector stroke mm 90 100 125 165 180

Formhöhe min.-max. / Die Height min-max mm 170 – 500 250 – 600 250 – 700 300 – 900 350 – 1.000

Größe der Aufspannplatten / Size of platen mm 620 x 620 755 x 755 1.015 x 1.015 1.255 x 1.255 1.400 x 1.400

Säulenabstand / Space beween tie bars mm 400 500 675 825 925

Säulendurchmesser / Tie bar diameter mm 75 85 115 150 165

Anguss /  
Shot position

Standard / Standard                      
mm

– 120 – 120 – 125 – 175 – 250

Regulierbar / Adjustable 0 bis/to – 120 0 bis/to – 120 0 bis/to – 210 0 bis/to – 280 0 bis/to – 350

Gießkraft max. / Maximum Casting force kN 200 250 355 588 756

Gießkolbendurchmesser / Injection plunger diameter mm 40 – 70 40 – 70 50 – 80 60 – 100 70 – 120

Gießhub / Casting stroke mm 310 350 500 650 700

Gießvolumen / Casting volume cm³ 260 – 795 293 – 898 654 – 1.676 1.225 – 3.403 1.796 – 5.278

Spez. Gießdruck / Specific injection pressure daN / cm² 1.592 – 520 1.989 – 650 1.808 – 706 2.080 – 749 1.964 – 668

Zugeh. Trennfl. von – bis  / Casting area from – to cm² 79 – 240 111 – 338 210 – 538 308 – 854 423 – 1.044

Betriebsdruck / Operation pressure bar 105 140 160 160 160

Leistung / Power kVA 21 26 28 43 53

Gewicht / Weight kg 7,000 8,000 15,000 24,000 36,000

Größe / Dimension (L x W x H) mm 4.600 x 1.600 x 2.500 5.150 x 1.900 x 2.500 6.400 x 2.600 x 3.280 7.500 x 2.900 x 3.500 8.400 x 3.200 x 3.700
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