BELTSERVICE

INTERWOVEN PVC SPECIFICATIONS

Catalog # 23
Item number: 10951

Description:

PVC 100 White Chevron Top Il x FS OR FDA

International Designation:
N/A

Pulley Diameter, Minimum

Construction:
Compound Top Cover
Color

Top Cover Description

Compound Bottom Cover

Bottom Cover Description
Number of Plies

Overall Gauge (in)

Unit Weight- Ib/PIW

Carcass Type

Compound

Temperature Range (°F)- High

Temperature Range (°F)- Low

White PVC
White

1/8" Herringbone
White PVC

Friction Surface

2

(5.56 mm) 7/32in
0.0730 Ibs/PIW
Interwoven Polyester
White PVC

180 °F

0°F

Minimum Pulley Diameter 2.00in
Belt Strength:

Tension Rating (PIW) 100 PIW
Splice Instructions:

Splice Step No
Splice Finger Yes
Other:

Static Conducting No
Cross Rigid No
High Heat No
Impression Top Yes
Oil Resistant Yes
Fire Resistant No
FDA Approved Yes
Suggested Fasteners:

Flexco Plate/Rivet N/A
Flexco Hinged N/A
Alligator Staple #125
Clipper Lace #1
Alligator Lace #7

Special Characteristics:

The herringbone pattern of alternating rows of solid PVC chevrons forms a cover highly capable of moving bulk, free-
flowing materials such as grains, food stuffs, feeds, and fertilizers up steep inclines. Made of PVC with friction
surface, this belt is resistant to mineral oil. FDA accepted.

****All Values are nominal and subject to change without notice.****
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