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WG ZM Flashlights

WG ZM Spot to Flood Zoom Flashlight 110 lumens

KEY FEATURES SPECIFICATION

e Powerful 110 Lumens HIGH MEDIUM

e 35 metre beams vhg

e Runsupto 16 hours ‘E‘ﬂ?;';? m E m
e Advanced optical focus systems
e Rechargeable lithium battery - 3.7V 320mAh METRES J| METRES @ METRES

e Knurled grip

e Aluminium housing - Type Il hard anodised m % m

e Ultra-Bright LED

RECHARGEABLE RLFI’GI; o CHARGING Dimensions
. i 128mm
Pocket/ belt clip . m é X1Bmm
e 3 mode tail cap tactical switch sarreny | *a%ete N rimersnes Blameter

e Magnetic Base
e Supplied with USB charging cable

WG ZM Spot to Flood Zoom Flashlight, 1,000 lumens

KEY FEATURES SPECIFICATION

* POWEPfL" 1000 LUmenS BOOST HIGH MEDIUM FLASHING
e 210 metre beams She m @ m m
e Runs up to 50 hours S | SOMENS

e Advanced optical focus systems E E E E

e Rechargeable lithium battery - 3.7V 2600mAh —

! s O [~ [

e Aluminium housing - Type lll hard anodised e D e -
e DIMENSIONS

e Ultra-Bright XP-L CREE LED PN siomm
BATTERY Satite TIME 4HRS Ameter

e 5 mode tail cap tactical switch

e Supplied with USB charging cable and wrist
strap

OPTIONAL ACCESSORIES

e 12/24V Vehicle Charger
e AC Adaptor
e FEU Adaptor
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WG Spot to Flood Zoom Flashlight 370 lumens

KEY FEATURES

e 370 Lumens

e 175 metre beams

e Runs up to 60 hours

e Advanced optical focus systems

e Knurled grip

e Aluminium housing - Type lll hard anodised
e Ultra-Bright CREE XP-G2 LED

e 5 mode tail cap tactical switch

e Supplied with 2 x AA alkaline batteries and wrist
strap

WG ZM Spot to Flood Zoom Flashlight 500 lumens

KEY FEATURES

e 500 Lumens

e 285 metre beams

e Runs up to 45 hours

e Advanced optical focus systems

e Knurled grip

e Aluminium housing - Type lll hard anodised
e Ultra-Bright CREE XP-G2 LED

e 5 mode tail cap tactical switch

e Supplied with 4 x AAA alkaline batteries and wrist
strap
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SPOT FLOOD
Narrow long-distance spot beam Powerful wide flood beam
Hidden charging ports

Slide part the tail cap to
reveal the USB charging
port with battery status
indicator

Robust Aluminium housing
Type Ill hard anodised secure

grip pattern that makes it

easy to handle

Tactical switch

Quick access to all
light modes

Zoom Focus
Rotate the bezel to zoom
from spot to food

ZOOM-1000R Zoom Flashlight

O | 11]
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