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Overview

The WG 425 Automatic Temperature and Mask 

Detection Solution provides the key tools to enhance 

and fully automate temperature and mask screening, as 

well as any crowd management.

The thermal sensor used is based on infrared technology and is powered by a 

high-performance processor. Its detection range starts at 30cm and the 

precision of the measured temperature is 0.5 °C.

The non-invasive detection is performed without any contact between the 

user and the device, eliminating the risk of contamination through physical 

contact.

The precision camera backed by the high-performance processor embarking 
artificial intelligence allows for a fast analysis (less than 0.3 sec) of the 
presence or absence of the mask on the individual’s mouth and nose.  Access 
is denied if the person does not comply with the mask-wearing obligation. By 
enforcing the mask-wearing rule, the solutions help reduce the transmission 
risk to healthy individuals.

Thanks to the monitoring control panel, the maximum persons presence 
allowed into the premises management is possible. The client, depending on 
his constraints, can set the maximum number of persons allowed.  

WG 425
Automatic Temperature and Mask Detection Solution

Product Code: 3520-12

Key Features

Non-contact temperature measure

Crowd management

Face mask detection

Real-time automatic recording

Thermographic Accuracy of ±0.5℃

Detection range from 30cm

Features

Body temperature measurement

Presence or absence of face mask 

Crowd management 

Interface for the user and the manager 

EN13637 Emergency Exit 

Privacy 

Crowd management

± 0.5 °C accuracy

Interface for user and manager
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Specifications

Technology of the thermal sensor Thermal infrared

Range of detection From 0.30-2m

Temperature range 30°C <> 45°C 

Thermal sensor accuracy 0.5°C, without black body calibration 

Detection speed <0.3 sec. (face mask presence) 

Location Indoors only

Power supply 12V/DC, power supply provided 

On the supervisor’s control panel, there are alarms for non-compliance with temperature and mask rules, fraud attempts, real 
time counting and maximum people still allowed or STOP entry signage status:

Real-time screen displaying the number of users still 
allowed to access the premises 

Real-time screen displaying the STOP sign and the number of users still allowed to 
access the premises 

Supervisor page showing the counting page, 
with among other features the maximum 

capacity allowed and availability threshold 

Screen showing the gates it monitors, its 
status, as well as the alarms for absence of 
face mask and high temperature (specific 

pictograms) 

Pop up showing the summary of the 
counting information 

WG 940 Slim Lane with EP 
option

WG TL1 Tri Lane WG Independent Pedestal WG SL900 Smart Lane

Integrated with different Products


