DWDM SINGLE CHANNEL OADM
EQUONT

. MODULE
Manufacturing
Features:
e  High Isolation Applications:
° Low Insertion Loss ° Broadband Systems
° Epoxy-Free Insertion Loss ° Optical Add/Drop Multiplexiing
° Telcordia GR-1221 Compliant ° Telecommunication Networks
° Low Profile Packaging ° Metro Networks
° DWDM Systems
Parameters Unit 100G OADM 200G OADM
Center Wavelength nm 1528-1640, ITU Grid
Channel Spacing Hz 100G 200G
Channel Passband Width nm +/-0.11 +/-0.25
Add/Drop Channel Insertion Loss dB =15 <1.2
Express Channel Insertion Loss dB =1.0 <1.0
Add/Drop Path Adjacent Channel Isclation dB =25 =25
Add/Drop Pathl Non-adjacent Channel Isolation dB =4(] =40
Express Channel |solation dB =20 =20
Optical Return Loss dB =45 =45
Directivity dB =50 =50
Polarization Dependent Loss dB <0.15 =010
Polarization Mode Dispersion 0s =0.10 =010
Fiber Tensile Load M 5
Maximum Optical Power mv 300
Operating Temperature i 0~70
Storage Temperature C -A40~85
FPackage Dimension mim (L)180x(W)50x(H)E

Mote: 1 Specifications are for device without connectors

L)

2 For devices with connectors, IL will be 0 3dE higher, RL will be 5dB lower
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