
■  Compressore silenzioso a secco
■  Oil-less silent compressor
■  Compresseur silencieux à sec
■  Leiselauf ölfrei Kompressor
■  Compressor silencioso sin aceite

Volt            Hz

50/60
60

l/min (CFM) *

54
(1.91)

l (Gal.)

3.5
(0.92)

Watt

720

dBA

58

Kg (Lbs)

25
(55)

Kg (Lbs)

24
(53)

*= @ 5bar (29 PSI)

420 (16.5) 360 (14.2) 335 (13.2)

A
mm (in)

B
mm (in)

C
mm (in)

230
115

■  Compressore silenzioso a secco
■  Oil-less silent compressor
■  Compresseur silencieux à sec
■  Leiselauf ölfrei Kompressor
■  Compressor silencioso sin aceite

Volt            Hz

50/60
60

l/min (CFM) *

54
(1.91)

l (Gal.)

24
(6.34)

Watt

720

dBA

58

Kg (Lbs)

32
(71)

Kg (Lbs)

31
(68)

*= @ 5bar (29 PSI)

400 (15.8) 400 (15.8) 590 (23.2)

A
mm (in)

B
mm (in)

C
mm (in)

230
115

■ CWF100 TC inox 110 l/min - 3.88 CFM 12 bar - 174 psi Servizio Duty cycle 100%

■ CWF100/24 110 l/min - 3.88 CFM 12 bar - 174 psi Servizio Duty cycle 100%

www.werthercompressors.comwww.werthercompressors.com

■  Compressore a secco con serbatoio inox
■  Oil-free compressor with stainless steel receiver
■  Compresseur à sec avec réservoir inox
■  Ölfrei Kompressor mit Druckbehälter aus Inox
■  Compresor sín aceite con depósito inox

Volt            Hz

50/60
60

l/min (CFM) *

54
(1.91)

l (Gal.)

22
(5.8)

Watt

720

dBA

58

Kg (Lbs)

45
(99)

Kg (Lbs)

30
(66)

*= @ 5bar (29 PSI)

600 (23.6) 260 (10.2) 580 (22.8)

A
mm (in)

B
mm (in)

C
mm (in)

230
115

■  Compressore silenzioso a secco con 2 motori
■  Oil-less silent compressor with 2 motors
■  Compresseur silencieux à sec avec 2 moteurs
■  Leiselauf ölfrei Kompressor mit 2 Motoren
■  Compressor silencioso sin aceite con 2 motores

Volt            Hz

50/60
60

l/min (CFM) *

108
(3.8)

l (Gal.)

50
(13.2)

Watt

1440

dBA

52

Kg (Lbs)

116
(256)

Kg (Lbs)

94
(207)

*= @ 5bar (29 PSI)

750 (29.5) 580 (22.8) 810 (31.9)

A
mm (in)

B
mm (in)

C
mm (in)

230
115

■ CWF100/24/3 inox 110 l/min - 3.88 CFM 8.5 bar - 123 psi Servizio Duty cycle 100%

■ CWF100x2/50/39 220 l/min - 7.77 CFM 11 bar - 160 psi Servizio Duty cycle 100%


