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KUBWA 5.1 LIBA LV 

LOW VOLTAGE LITHIUM BATTERY 
EN v1.3 

DATASHEET 

 
 

 
 

 
 
 
 
 
KUBWA 5.1 LIBA LV is a Low Voltage lithium battery with rack mount – BYD Cell 

§ 5.12 kWh per Module  
§ 3U Rack 
§ From 1 to 40 units in Parallel (5 to 200 kWh) 
§ 90% DoD 
§ High charge discharge current 
§ Can be stacked in LIBACA 8 & 12 
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ELECTRICAL SPEFICICATIONS 

Cell technology LFP (Lithium Iron Phosphate – LiFePO4) 

Module Capacity 5.12 kWh 

Nominal Voltage 51.2 Vdc 

Charge Voltage 56.0 – 57.6 Vdc 

Work Voltage Range  44.8 – 57.6 Vdc 

Charge / Discharge Current (recommended) 50 A 

Charge / Discharge Current (Max) 75 A 

Charge / Discharge Current (Peak) 100 A (15 sec) 

Depth of Discharge 90% 

GENERAL INFORMATION 

Dimensions (W, D, H) 550, 481, 140 mm 

IP rating IP20 

Weight 43 kg 

Operation Life > 15 years 

Number of cycles > 6000 @ 90% DoD 

Operation temperature (1) -20 – 50 °C 

COMMUNICATION 

RS485, CAN, RS232 

CERTIFICATIONS 

TÜV, CE 

TRANSFER Certificate UN38.3 

 

OPTIONS & ACCESSORIES 

2m cable, 35mm To DC Breakers 

KUBWA LIBACA 8 & 12 Mesh Open Cabinet for 8 or 12 modules 

KUBWA LIBACA 8 & 12 Open Mesh Cabinet for 8 or 12 Modules 

 
PERFORMANCE WARRANTY 

10 years 
(1) Performances limited with temperature below 10°C or above 45°C Keep the battery in a 20°C 

environment to increase the lifespan 
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