
opibus 

www.opibus.se 
info@opibus.se 

 1 

 
 

 

KUBWA 9.6 LIBA LV IP65 

LOW VOLTAGE LITHIUM BATTERY 
EN v1.1 

DATASHEET 

 

 
 
KUBWA LIBA 9.6 LV IP65 is a Low Voltage lithium battery with IP65 Wall Mounted Case 
Pylontech Cell 

§ 9.60 kWh per Module 
§ From 1 to 10 units in Parallel (9.6 to 96 kWh) 
§ 90% DoD 
§ High charge discharge current 
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ELECTRICAL SPEFICICATIONS 

Cell technology LFP (Lithium Iron Phosphate – LiFePO4) 

Module Capacity 9.6 kWh 

Nominal Voltage 48 Vdc 

Work Voltage Range 40.5 – 54 Vdc 

Charge / Discharge Current (Recommended) 115 A 

Charge / Discharge Current (Max) 220 A 

Depth of Discharge 90% 

GENERAL INFORMATION 

Dimensions (W, D, H) 998, 555, 210 mm 

IP rating IP65 

Weight 113 kg 

Operation Life > 15 years 

Number of cycles > 6000 @ 90% DoD 

Operation temperature (1) -20 / 50 °C 

COMMUNICATION 

RS485, CAN, DRY CONTACT 

CERTIFICATIONS 

TÜV, CE 

TRANSFER Certificate UN38.3 
 

OPTIONS & ACCESSORIES 

2m cable, 35mm To DC Breakers 

 
PERFORMANCES WARRANTY 

10 years 
(1) Performances limited with temperature below 10°C or above 45°C 

Keep the battery in a 20°C environment to increase the lifespan 
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