
 

SLE-901CD  
Digital Color Doppler Scanner (Portable) 

 

System Overview Probe Parameters     

Clinical Applications Convex Array Probe TC50 R=50   

Abdomen Central Frequency: 3.5MHz    

Obstetrics 2.0MHz, 3.0MHz, 3.5MHz, 6.0MHz   

Gynecology THI 4.5MHz,   Operating Environment 

Urology Max. Scanning Depth: 400mm  Ambient Temperature:  +5°C ~+ 40°C 

Cardiology Abdomen/Obstetrics/Gynecology/Urology Relative Humidity: 25% ~ 80% 

Small Parts    Atmospheric Pressure: 70kpa ~106kpa 

Vascular Linear Array Probe TL40 L=40   

 Central Frequency: 7.5MHz  Transportation & Storage 

Features 5.0MHz, 6.0MHz, 7.5MHz,12.0MHz Ambient Temperature:  -20°C ~ +55°C 

Compact and streamline design ,easy to carry THI 9.0MHz,   Relative Humidity: 10% ~ 95% 

12-inch high resolution medical LED monitor Max. Scanning Depth: 120mm  Atmospheric Pressure: 50kpa-106kpa 

Two activated transducer connectors Small Parts/Vascular   

Software Specification Carotid IMT auto measurement    

Dual/Triplex synchronous technology Transvaginal Probe TC10 R=10 Imaging Parameters  

Linear independent deflection imaging Central Frequency:  6.5MHz  B Mode:  

DICOM 3.0 supported 5.0MHz, 6.0MHz, 6.5MHz, 10.0MHz Gray Scales: 256 

Support multiple data transmission interface THI 7.5MHz,   Dynamic Range: 80 ~ 280dB 

Optional built-in lithium battery Max. Scanning Depth: 180mm Gain: 0-100 

 Transvaginal   TGC: 8 sliders 

Imaging Modes    Focus: 8 

B, Dual B, Quad B, Micro-convex Probe   TC20 R=20 Focus Position: F1-F16 

B/M , B/C, B/PDI, B/C/PW Central Frequency:  3.5MHz  PAN  Zoom: 10 steps 

M, CFM, PDI, PW 2.5MHz, 3.0MHz, 3.5MHz, 6.0MHz Tint: 0-14 

 THI 4.5MHz   Persist: 0-5 

Advanced imaging Technology Max. Scanning Depth: 200mm Gray Map: 0-7 

Speckle Noise Reduction Technology Cardiac/Generic/Pediatric  Mirror: L/R 

Spatial Compounding Imaging Technology    Reverse: Up/Down 

Imaging Enhancement Technology Probe Port & Holder   B/W Inversion: Adjustable 

Tissue Harmonics Imaging Probe Ports:  2Activated Ports  Edge: 0-3 

Puncture Guidance Technology (Optional) Probe Holders: 2 Probe Holders Gamma: 0.5-3.0 

    Contrast: 0-50 

Physical Specification Electrical power   Brightness: 0-50 

Dimension & weight Input Voltage: AC 100V ~240V IPE: Adjustable 

Main Unit Dimensions: Frequency: 50Hz/60Hz Guide: Adjustable 

155mm×360mm×370mm;  7.45kg Output Voltage: 19V±1V   

Package Dimensions(Carton): Power: 200VA  M Mode  

460mm×370mm×565mm; 12kg    Sweep Speed: 0-5 

    M Colorize: 0-14 
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SLE-901  
Digital Color Doppler Scanner (Portable) 

 

CFM Mode   Time Format: 24-Hour System Measurements 

Gain:  0-100 Screen Saver: Available Generic 

PRF:  Adjustable Body Mark: 95 types (B, Dual B, M, B/M, CFM, PDI) 

Steer :  Adjustable Printer Setup: Video/Laser Printer Distance:(point to point) 

CFM Frequency: Adjustable Automatic Freeze: Available Area 

Sample:  6-16 Pedal Switch: Available Caliper 

Balance:  Adjustable Image Storage Format: JPG, BMP Ellipse D: DS,DL 

Noise level:  Adjustable Applications Preset: 10 Groups Including 4 Trace 

Flash Reject：  0-3 User-Defined Ones   Ellipse 

Wall Filter:  0-5 Annotations Preset:  10 Annotations per Circumference 

C.Trapezoid:  Adjustable  Application (Max. 15 Caliper 

   Characters per Annotation) Ellipse D: DS,DL 

PW Mode   OB Table/GA Setup: Set up parts and Trace 

PW PRF:  Adjustable  method of obstetrics Ellipse 

PW Frequency: Adjustable  measurement, review Volume 

DR:  0-8  GA table and fetus Biplane 

Baseline:  Adjustable  growth table, create Trace-length 

Auto Track:  Adjustable  user-defined GA table Ellipse-length 

Mute:  Adjustable  and fetus growth table. Diameter 

Angle:  ±180 System Update: Available Ellipse 

Sample Volume: 0.5-40mm Maintenance Tools: Available Ratio 

Sweep  Speed:  0-4    Distance 

W.Smooth:  1-3 Patient Data   Area Ellipse 

PW Colorize:  0-14 Medical Record Management Area Trace 

   Report Inquiry & Printing  Angle( three points) 

Marks   Image Video Output(HDD/DVD-RW/USB)  

Body Mark   Built-in Ultrasound Workstation Generic ( PW) 

Arrow Mark      Auto-Track 

Annotations   Image Management   Velocity 

   Image/Video Storage   Heart Rate 

System Setup   Cinema max.frames:  2000frs Time 

Language: English/Chinese/ Spanish Disk Storage Capacity : 500G Acceleration 

 /Russian,/French Manual & Automatic  Cine loop PI 

Date Format: yyyy/mm/dd Image Management System  RI 

 mm-dd-yyyy Patient/Exam Database & Management Max PG 

 dd-mm-yyyy Stored Images Slide Show  Mean PG 

   Support External USB Storage Devices Ratio 

      Velocity 
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SLE-901  
Digital Color Doppler Scanner (Portable) 
 

 

Time Portal Canal: (B, Dual B, CFM) 

Acceleration(Ratio/Stren%)  Fetal Parameters 

Stroke Volume Gall Bladder BPD 

CSA (B, Dual B, CFM) AC(Ellipse) 

VTI GB Volume CRL 

Flow Volume Choledocho GS 

CSA Extrahepatic Bile FL 

VTI Intrahepatic Bile D. HC(Ellipse) 

HR  HL 

 Spleen TTD 

Thyroid (B, Dual B, CFM) APTD×TTD 

(B, Dual B, CFM) Length NT 

Left Lobe: Width Fetal Calc. 

<Trans.Dia.,AP Dia.,LR Diameter,>----Volume Thickness AFI 

Right Lobe: Splenic Vein FL/AC(Ellipse) 

<Trans.Dia.,AP Dia.,LR Diameter,>----Volume  FL/BPD 

Isthmus Thk. Kidney FL/HC(Ellipse) 

 (B, Dual B, CFM) Cephalic Index 

Breast Left Kidney: HC/AC(Ellipse) 

(B, Dual B, CFM) <Length,Trans.D,Thickness>----Volume EFW 

Rt.Gland<Thickness> Right Kidney: Hadlock2 

Rt.Papillae<Width> <Length,Trans.D,Thickness>----Volume Hadlock 

Lt.Gland<Thickness>  Hadlock1 

Lt.Papillae<Width> Urology Hadlock3 

 (B, Dual B, CFM) Hansmann 

Others V.Bladder: Merz 

Left Hip-Joint <Length, Width, Height>---Vol. Osaka 

<Angle A, Angle B,>----L Hip-Joint Prostate: Shepard 

Right Hip-Joint < Length, Width, Height>---Vol., Shinozuka 

<Angle A, Angle B,>----R Hip-Joint Pred.PSA ,PSAD Tokyo1 

  Tokyo2 

Liver Transition Zone: Campbell 

(B, Dual B, CFM) <  Length, Width, Height> ---Vol.,  

Left lobe TZ PSA Gynecology 

Trans.Dia V.Urine: (B, Dual B, CFM) 

Ap Dia. <  Length, Width, Height> ---Vol. Uterine: 

O.Dia.of Rt Lobe:  Endo. 

Caudate Lobe: Obstetrics Lt Ov. 
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Rt Ov.  Bullet (Diastole,Systole) Patient Data Management Software 

Lt Foll.  Cubed (Diastole,Systole) THI (Tissue Harmonic Imaging) Software 

Rt Foll.  Teichholz (Diastole,Systole) Power cord/grounding cable 

Cervix L  Gibson (Diastole,Systole) Fuse (2) 

  LV Mass  User’s Manual 

Cardiac  Area Length  Coupling Gel (0.25L) 

(B, Dual B, M,CFM) Truncated Ellipse   

Mitral Valve    Optional Accessories 

EPSS  Calculation & Report Transvaginal Probe TC10 

LVOT Diam  Auto-Calculation Programs Micro-convex Array Probe TC20 

MVA(Trace)  Various Report Template Packages Convex Array Probe TC50 

MV Diam    Linear Array Probe TL40 

Ao/LA  System Inputs & Outputs DICOM 3.0 

LV Diam  USB(2) :  Pedal Switch 

AoCS  Connect to devices that abide by the BW/Color Video/Laser/Ink-jet Printer 

Ao/LA  USB protocol  Biopsy 

Aortic Valve  Video:  Suit Case 

LVOT Diam  Output video signals,used to connect video Lithium battery 

AV Area(Trace)  printers, ultrasound workstation, ect; 

Trolley 

 

 

LV Dimensions  VGA Port:  

 Diastole: RVAWd Serial port;  

RVDd  Ethernet Port:   

IVSd  Network ports ,used to connect the network  

LVIDd or other DICOM protocol equipment;  

LVPWd Equipotential:   

Systole:  IVSs  Balance the protective grounded potential;  

LVIDs  DC IN:   

LVPWs DC-19V   

Endo.AutoTrack Power Switch:   

LV Function  Turn on/off the system power  

Single Plane (Diastole,Systole)    

M.Simposn (Diastole,Systole) Standard Package  

Bi-Plane (Diastole,Systole) Main Unit   

  Two probes as standard(except 4D probe)  
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