
 
 

Cutting Holes Into Finished Wood Veneer Panels 
 
Tools needed:   
 

● Tape measure 
● Marker 
● Painters tape 
● Sharp razor knife (as in a new blade) 
● 120 grit sandpaper (or higher) 

___________________________________________________________________________ 
 
Step 1: 
Measure the placement of the sprinkler head on the panel (center of sprinkler head) on the 
face of the panel and place a mark indicating center. 
 
Step 2:  
Measure the diameter of the sprinkler head and beauty ring. From the center mark of the 
sprinkler head on the panel form a circle with tape (or use protractor). The diameter of the tape 
should be a little bit larger than the diameter of the sprinkler head but smaller than the 
diameter of the beauty ring. 
 
Step 3:  
With the sharp razor score the wood to get the diameter layed out in step 2. Once you are sure 
you have scored the wood all the way around make deeper cuts to cut through the wood and 
then proceed to cutting the fiberglass panel. Alternatively, you can make small incisions 
(punctures) in the wood veneer around the edge and then cut the remaining pieces. Once you 
are sure you have cut through the wood and fiberglass panel all the way around lightly push the 
piece (from the face of the panel) out towards the back of the panel. 
 
Step 4:  
With the piece removed from the panel take the 120 grit sandpaper (or higher) and clean up 
the inner edge of the circle making to remove any loose parts of the wood and fiberglass panel 
(be sure to do this lightly so you don't cause more splinters and damage the wood) 
 
Step 5:  
Install the panel and then the beauty ring. 
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