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Siem Helix 1 
Well Intervention Vessel

Owner Siem Offshore, Norway

Shipyard Flensburg Shipyard, Germany

Hull Number 765

Year Built 2016

IMO Number 9733454

Ship Design Salt Ship Design, Norway

Class DNV Ice C

Engine El-motor

Type El-motor    Total effect 12000kW   RPM 850

Install Number(s) 2136 - 37

Gear / Ratio ACG TS 1250, twin-screw system

PTO / PTI NA

Propeller ECP 115 / 4800mm 

Nozzle NA

Remote Control(s) Brunvoll Neptune II propulsion control, 
Brunvoll thruster controls

Thruster system
2 x Brunvoll AR-100, 2000 kW
2 x Brunvoll FU-115, 2200 kW
3 x Brunvoll FU-115, 3000 kW

Diesel Electric Propulsion
A twin screw, twin-in single out Diesel 
Electric system is a flexible and efficient 
solution for a wide and varied range in 
propulsion power. 

The propeller is driven by one or more 
electric motors via a reduction gearbox, 
where the power is then delivered from the 
vessel’s electric supply system. 

The most efficient solution is achieved 
through a variable rpm from one or more 
of the electric motors, to ensure that the 
propeller has optimised working conditions 
throughout the entire power range.


