
Hargun 
Pelagic Trawler

VESSEL INFORMATION

Owner Hargun Havfiske AS, Norway

Shipyard Karstensens Skibsværft, Denmark

Hull Number 481

Year Built 2024

IMO Number TBD

Ship Design Karstensens Skibsværft, Denmark

Class DNV Ice C

Engine Diesel Mechanical

Type: Bergen Engines      Power 2 x 3600 kW       RPM: 720

BRUNVOLL SUPPLY

Reduction Gear ACG TS 1400

PTO / PTI 2 x PF 470

Propellers ECP105, 4500 mm nozzle propeller, with 
Brunvoll ICP (Integrated Costa Propulsion)

Nozzle Brunvoll 19A Nozzle

Control System BruCon

Thrusters Bow: FU74 LTC 2000 - 1400 kW
Stern: FU74 LTC 2000 - 1400 kW

Diesel Mechanical Propulsion
A Twin-in Single-out Diesel Mechanical 
configuration is a flexible system for vessels with 
two or more working conditions. 

The profit of this configuration is sourced from 
the optimum combination of the two main 
engines, thus reducing fuel consumption to a 
minimum. A twin-in single-out configuration 
provides good flexibility in power distribution. By 
using one or both engines in the configuration, 
the average efficiency is good. In this 
arrangement the redundancy of the system is 
very beneficial. 

The propeller system is designed with Brunvoll 
ICP an optimised design of propeller and rudder 
integration for increased efficiency.
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