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Using the Click 250

The Click 250 is a 100 MHz–3 GHz bulkhead N-Female to N-Female 90 V coaxial wireless surge protector. 
Mounted in the wall of a cabinet, the Click 250 protects wireless communication devices in the cabinet, such as 
the Click 400, from surges that could come in from external antennas to which those wireless devices are wired.

Physical Features

Surge GND

N Female
(To Radio)

Bulkhead N Female
(To External Antenna)

The Click 250 is a bulkhead N-Female to N-Female connector; both connector ports are equally protected. The 
ground lug and terminal are located directly on the housing of the Click 250.

Installation
The Click 250 should be mounted in the wall (usually the bottom) of a cabinet, in a 5/8” hole. Wavetronix 
fiberglass cabinets come with such holes predrilled; aluminum cabinets do not and a hole will need to be drilled. It 
is recommended that the hole be in the bottom of the cabinet, on the far right.
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Follow the steps below to install a Click 250.

1. Connect a 12 AWG stranded copper grounding wire to the surge GND bolt, as shown below. There are two 
bolts on the Click 250; use the bolt with the rounded top.

2. Get a coaxial cable that’s female on one end and male on the other. Connect the female connector to 
the antenna connector on the wireless communication module, and connect the male connector to the 
nonbulkhead (smaller) end of the Click 250.

3. Remove the nut and lock washer from the bulkhead (larger) end of the Click 250, then insert that end into the 
hole in the side of the cabinet.

4. Push the provided rubber washer over the bulkhead end, which should now be on the outside of the cabinet. 
Reattach the nut and lock washer and tighten.

5. Get a coaxial cable that is female on both ends. Connect one end to the bulkhead end of the Click 250. 
Connect the other end to the antenna.

6. Connect the grounding wire from step 1 to the ground lug in the cabinet or another earth ground location.
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