
Specification CSP-MIRBW  

Image Sensor Sony 1/2.8” STARLUX HD-Analogue 2.1MP CMOS Sensor  

Resolution 1920 x 1080P (30fps) 1100 TVL 

Min. Illumination  0.01 Lux,  

S/N Ratio More than 52dB ( AGC Off ) 

IR Distance 30M (4 Built-in Power LED’s ) 

Day & Night ICR 

TV System PAL / NTSC 

Scanning System Progressive Scanning 

Video Output  HD-Analogue  

Shutter Speed Auto / Manual (1/30 ~1/50,000 NTSC, 1/25 ~ 1/50,000 PAL 

Sens-up  Auto / Off (Selectable Limit x2 ~ x60 

BLC On/ Off / HSBLC/ D-WDR  

Gain Control 0 -15 

2D / 3DNR On / Off 0 ~ 100 Level 

Day & Night  Auto / Colour / Black & White / Ext 

White Balance AWB / ATW / AWC SET Indoor / Outdoor/ Manual (2,000° K~20,000° K ) 

Privacy Mask On / Off ( 4 Zones ) 

Motion Detection On / Off ( 4 Zones ) 

Mirror Off / Mirror / V-Flip / Mirror 

Freeze On / Off  

Sharpness 0 ~ 10 Level Adjustable 

D-WDR On / Off ( Level Control ) 

Flickerless Auto / On / Off 

Lens Shading On / Off 

Defog On / Off 

Lens 3.0mm / F1.5 STARVIS Megapixel Lens (Option 6mm ) 

Language 16 Language 

Power Source Regulated 12 V DC ( 120mA ) IR Off ( 250mA ) IR On 

IP Rated Weather proof to IP68 Rated 

Operating Temp -10°C ~ 50°C  
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Features 

                                    Marine IR Bullet Camera 

1/2.8” SONY STARLUX HD Colour Image Sensor 
 
Marine IR Bullet Camera White 
 
Full 1080P ( 1920 x 1080 ) 30P 
 
Outstanding Picture Quality 
 
Robust, Reliable & Versatile  
 
Built-in Smart IR LEDs  
 
Weather Proof to IP68 Rated  
 
Supports D-WDR, Defog, 2D+3DNR 
 
Compact Marine IR Bullet Camera 
 
Engineered for above or below deck 
 
Anti Corrosion & Salt Resistant Cameras 

Dimensions 


