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KLEMM KR708

TECHNICAL CAPABILITIES

Caterpillar Diesel Engine Type C4.4 DIT Nominal Pile Diameter
Certified (with DPF COM 3A/EPA Tier 3 (mm) millimetres
ertified (with DPF) er 300 350 400 450 500
Rated Output 74,5kW/2200min-1 Temporary Casings
Fuel Tank Capacity 160ltrs {mm) millimetres

(340) (4006) - (508) ()

Crawler Base

Tractive Force max kN 75
Crawler Speed Km/h 1,5
Width of Grouser 3-rib, B1 mm 400 .g $
Overall Width mm 2000 g e
Ground Pressure N/cm? 5,8 ?é %
Length of Crawler Units mm 2660 E %’
Length (Axle to Axle) mm 2060 £T
Ground Clearance mm 340
L oM
Total Length mm 6020 2 o
b
Feed Length mm 4575 4 ni'
Feed Force kN 100 g
Retraction Force kN 100 g 6 §
CO 5,0 g/KWh - 8
HC+ NOx 4,7 g/KWh §' 12 ,:::
Particulates 0.4 g/KWh % 14 “:"
16 %

Weight

With mounted drill mast, drill

head unit and safety guard T 105

SFA Bored Temporary Cased

(Sectional Flight Auger)

The performance and depth limitations is clearly subject to the ground conditions encountered, please contact for site specific detail.
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KLEMM KR708

TECHNICAL CAPABILITIES

Al Max Rev Length 5410mm
2 om Width 2000mm
:" 4m ” 86 Height 2915mm
= 10m 69 80
.
Loading Details
Mode BRE Load Case Length(m) Width(m) Pressure (kPa)
Standing 1 1.46 0.4 80
Travelling 1 1.46 0.4 80
Handling 1 1.46 0.4 80
Penetrating 2 1.24 0.4 69
Extracting 2 1.16 0.4 187
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KLEMM KR708

TECHNICAL CAPABILITIES

708-2 Rig

6.5m mast shown,
4.6m mast available
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Typical Rig Operating Distances

Minimum distance from face of wall to centre of pile

mm - Wall Open Cage Closed Cage B safety Zone

Much tighter tolerances can be achieved than indicated above, as tight as 100mm from the face of a pile to an existing wall
subject to access and piling rig orientation. Please call us for job specific requirements.
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