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Features 

● IP65 for indoor / outdoor applications
● High Lumen output -130lm/W
● Flicker Free driver
● DIP Switch Driver: 10W / 15W / 20W / 30W / 36W / 40W
● Dimming with 5.8G microwave motion sensor
● Mechanical Impact: IK10
● Emergency: maintained emergency lighting (LiFePO4 battery -3Hrs)
● 5 Years Warranty*

* based on 8 hours operation per day
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Mario Series LED Tri-proof Batten   

(XX = power, 600mm length - 10W 15W 20W, 1200mm length - 20W 30W 36W 40W, 
1500mm length - 30W 36W 40W 50W 60W ) 

Model No. 
GLC-600L-XXW / 
GLC-1200L-XXW / 
GLC-1200L-XXW 

GLC-600LX-XXW / 
GLC-1200LX-XXW / 
GLC-1200LX-XXW 

GLC-600LS-XXW / 
GLC-1200LS-XXW / 
GLC-1200LS-XXW 

GLC-600LXS-XXW / 
GLC-1200LXS-XXW / 
GLC-1200LXS-XXW 

Raw Material PC Housing + Metal Radiator + LED PCB + PC cover 

Dimension 

Length 
600mm / 
1200mm / 
1500mm 

600mm / 
1200mm / 
1500mm 

600mm / 
1200mm / 
1500mm 

600mm / 
1200mm / 
1500mm 

Width 95mm 125mm 95mm 125mm 

Height 80mm 88mm 83mm 92mm 

Ingress Protection IP65 

Impact Rating IK10 

PC cover Frosted with stripe / Transparent with stripe 

Beam Angle 120° 

CRI >80

CCT. 3000K / 4000K / 5000K / 6000K 

Rated Lifetime (L70) 50,000 Hrs 

Warranty 5 Years 

Connection Method Waterproof PG Connector 

Operating Temperature 
(Ta) 

-20~45°C

Storage Temperature -20~65°C
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Mario Series LED Tri-proof Batten     

GLC-600L 
GLC-1200L 
GLC-1500L 

GLC-600LX 
GLC-1200LX 
GLC-1500LX 

GLC-600LXS 
GLC-1200LXS 
GLC-1500LXS 

GLC-600LS 
GLC-1200LS 
GLC-1500LS 

Features 

Dimensions 
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Model  FS-AI40MIC 

Certificate SAA & C-tick 

Input  AC200-240V 50/60Hz 

Microwave Frequency  5.8GHz±75MHz 

Relevant  EN55015 / IEC62347-1 / IEC61347-2-13 / EN60598-1 

Detection Angle  30° - 150° 

Mounting Height  Max. 6 m (Ceiling mounting) 

Detection Range  Max. 14x6 m (φxH) 

Abnormal Protection  SCP / Auto-recovery / OVP / OCP / OTP 

MTBF  Minimum MTBF 50,000 hours at 100% load & 40℃ 

LED Type  Samsung LM80 approved 

CRI  Ra > 80 

Color Temperature  3000K, 4000K, 5000K, 6000K 

Mdl No : FS-A140MIC Output : 42W max output 
Mdl No : FS57V Output : 57W max 

Specification 

Mario Series LED Tri-proof Batten     

Light Source 

Electrical Data- Led driver  with sensor 
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Installation Guide 
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