
 SOLO LED Panel-Backl it  *

Suspended

Recessed

• 3 year warranty

• Super bright SMD2835 LEDs (LM-80)

• Total lamp efficiency: 130Lm/W, Ra: 80

• Instant start, no flickering, no humming sound

• Eco-friendly and no UV

• Energy saving >50%

• Long life span - 50,000 hrs

Green Lighting Corp - Sydney - Australia

Suite 9, 138: 140 Elizabeth Drive, Liverpool 2170 NSW
 Ph: 1300 412 270    mygreenlightingcorp.com

Australia | Phillippines | Singapore | Korea | USA | Europe

Replace your outdated fluorescent troffer lights with our energy efficient LED alternatives 

to cut your power consumption by up to 70%. These lights have standard sizing for easy, 

turnkey replacement and they work well in multiple applications including hospitals, 

shops, offices and schools.



Driver:  External Driver Material:  6060 Aluminium frame + PS diffuser 
LEDs: LM-80 2835 SMD Input Voltage: AC200-240V/50-60Hz
Storage Temperature: -40~+600C Life-span: 50,000 hours
Operating Temperature: -25~+450C IP Rate: 20

SOLO
Technical  Specif ication

Item GLC-PNL66-25/30/36W
Wattage 25W/30/36W 
Flux (lm) 3600-3900lm
Size (mm) 595 x 595mm x 33mm
PF 0.9 
Efficiency (lm/w) 120~130 
CRI >80
CCT (K)

SOLO
595 x 595mm

Item GLC-PNL312-25/30/36W
Wattage 36W 
Flux (lm) 3250-4300lm
Size (mm) 295 x 1195mm x 33mm
PF 0.9 
Efficiency (lm/w) 120~130 
CRI >80
CCT (K)

SOLO
295 x 1195mm

Item GLC-PNL612-50W
Wattage 50W 
Flux (lm) 6000~6500lm
Size (mm) 595 x 1195mm x 33mm
PF 0.9 
Efficiency (lm/w) 120~130 
CRI >80
CCT (K)

SOLO
595 x 1195mm
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