
PROJECT NAME:

CATALOG #:

VOLTAGE:

FIXTURE TYPE:

WATTS:

CONTROLS TYPE:

HIGHLIGHTS

	• Reflector Kit Quickly and Easily Installs  
	 Into Existing T8 & T12 Troffer Fixtures
	• All Aluminum Construction
	• Clear or Diffuse Lens Available
	• Available with Standard 0-10VDC dimming
	• Customizable for Prismatic and Parabolic Style Troffers

CONSTRUCTION & MATERIALS

	• Lifetime - Designed to last up to 100,000 HRS
	• Limited 7-Year Warranty

LED SYSTEM

	• Latest 5630 mid -power LED’s from LG and Samsung
	• Efficiencies of 160-180 LPW.
	• Linear LED Boards for the optimum in efficiency 	

	 and thermal management using all Aluminum PCB’s.
	• Combined with the latest high efficiency drivers 	

	 from Meanwell and our LED Modules.
	• Able to achieve up to 130 LPW for system efficacy 	

	 (Including Driver Loss).
	• All drivers are equipped with short circuit, 	

	 lightning, and over temp protection.
	• Built in 6KVA Surge Protection

OPTICAL SYSTEM

	• Multiple Configurations
	• Retrofit 2, 3, and 4 lamp fixtures.
	• Clear or Diffused Lens
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LENSING

DL           (Diffuse Lens)
CL          (Clear Lens)
BLANK   (No Lens)

CONFIGURATION
BLANK  (Normal Efficiency)
HE         (High Efficiency)

POWER LEVEL

OPTIONS

BBU         (20w Battery Backup)

Notes:

Notes:

ORDERING EXAMPLE: TR - XX - XXX - (XX) - X - XXXX - [OPTIONS] - XXX

ORDERING GUIDE
SERIES VOLTAGE CCT
2TR
4TR

UNV   (120-277V)
HV     (200-480V)

Notes:Notes:
2’ Length
4’ Length

Notes:Notes:

Notes:

22   (2’ x 2 BARS)
42   (4’ x 2 BARS)

3500   3500K
4100   4000K
5000   5000K
5700   5700K
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LED TROFFER RETROFIT KIT
SPECIFICATIONS

FIXTURE # BARS SYSTEM WATTS DELIVERED 
LUMENS

EFFICACY 
LUMENS/W LENS TYPE CRI CCT

(Kelvin)
T8/T5

EQUIVALENT

2TR UNV 22 2 32 W 4480 140 DIFFUSE >80 3,500-5,700 2 x 17

4TR UNV 42 N 2 33 W 5445 165 NONE/CLEAR >80 3,500-5,700 2 x 32

4TR UNV 42 N 2 33 W 4620 140 DIFFUSE >80 3,500-5,700 2 x 32

4TR UNV 42 N 2 48 W 7920 165 NONE/CLEAR >80 3,500-5,700 3 x 32

4TR UNV 42 N 2 48 W 6720 140 DIFFUSE >80 3,500-5,700 3 x 32

4TR UNV 42 H 2 59 W 9735 165 NONE/CLEAR >80 3,500-5,700 4 x 32

4TR UNV 42 H 2 59 W 8260 140 DIFFUSE >80 3,500-5,700 4 x 32

SYSTEM WATTS @ 120 VAC
Delivered Lumens Based on 5000K CCT

CA
ND

LE
PO

W
ER

 D
IS

TR
IB

UT
IO

N VERTICAL ANGLE HORIZONTAL ANGLE
0 45 90

0 3207 3207 3207
10 3115 3200 3132
20 2916 2953 2986
30 2535 2587 2617
40 2136 2149 2234
50 1552 1572 1645
60 838 861 891
70 430 409 447
80 246 197 192
90 0 0 0
100 0 0 0

LU
M

EN
 S

UM
M

AR
Y

ZONE LUMENS LUMINAIRE

0-30 2,433.1 32.2%
0-40 3,924.1 51.9%
0-60 6,491.4 85.8%

60-90 1,070.2 14.2%
70-100 449.4 5.9%
90-120 0.000 0%
0-90 7,561.5 100%

90-180 0.000 0%
0-180 7,561.5 100%

CA
ND
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 D
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TR
IB
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N VERTICAL ANGLE HORIZONTAL ANGLE
0 45 90

0 2639 2639 2639
10 2578 2586 2595
20 2388 2426 2465
30 2045 2139 2240
40 1660 1833 1994
50 1207 1404 1578
60 670 814 932
70 356 391 460
80 204 182 189
90 0 0 0
100 0 0 0

PHOTOMETRY

24TR-UNV-24-5000 Report #: 18860.0 | Total Luminaire Output: 6510.9 lumens; 61.0 Watts | Efficacy: 106.7 lm/W | 82 CRI; 5000K CCT 

24TR-UNV-24-5000 (WITHOUT INTERNAL LENSES) Report #: 18896.0 | Total Luminaire Output: 7561.5 lumens; 61.0 Watts | Efficacy: 123.9 lm/W | 82 CRI; 5000K CCT 

LU
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Y

ZONE LUMENS LUMINAIRE

0-30 2,008.7 30.9%
0-40 3,259.8 50.1%
0-60 5,512.7 84.7%

60-90 998.1 15.3%
70-100 414.2 6.4%
90-120 0.000 0%
0-90 6,510.9 100%

90-180 0.000 0%
0-180 6,510.9 100%

CA
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LE
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W
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IS

TR
IB

UT
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N VERTICAL ANGLE HORIZONTAL ANGLE
0 45 90

0 2000 2000 2000
10 1923 1930 1938
20 1794 1825 1858
30 1533 1603 1683
40 1217 1340 1467
50 883 1024 1156
60 481 584 671
70 252 273 324
80 141 126 129
90 0 0 0
100 0 0 0

LU
M
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 S
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M
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Y

ZONE LUMENS LUMINAIRE

0-30 1,497.1 31.4%
0-40 2,419.5 50.8%
0-60 4,063.7 85.3%

60-90 702.4 14.7%
70-100 287.3 6%
90-120 0.000 0%
0-90 4,766.1 100%

90-180 0.000 0%
0-180 4,766.1 100%

24TR-UNV-42-HE-5000 Report #: 19213.0 | Total Luminaire Output: 4766.1 lumens; 41.0 Watts | Efficacy: 116.2 lm/W | 82 CRI; 5000K CCT 
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