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All information and recommendations appearing in this bulletin concerning the use of products
described herein are based on tests believed to be reliable. However, it is the user’s responsibility to
determine the suitability for his own use of such products. Since the actual use by others is beyond
our control, no guarantee, expressed or implied, is made by Graver Technologies as to the effects of
such use or the results to be obtained. Graver Technologies assumes no liability arising out of the
use by others of such products. Nor is the information herein to be construed as absolutely complete,
since additional information may be necessary or desirable when particular or exceptional conditions
or circumstances exist or because of applicable laws or government regulations.

MetSorb™ PFX
Polystyrenic Macroporous Anion Resin, Potable Water Grade

Typical Physical and Chemical Characteristics
Polymer Structure Macroporous polystyrene crosslinked with divinylbenzene

Appearance Spherical Beads

Functional Group Complex Amino

Particle Size Range 300 - 1200 μm

< 300 μm (max.) 1 %

Uniformity Coefficient (max.) 1.7

Specific Gravity 1.08

Shipping Weight (approx.) 650 - 705 g/L (40.6 - 44.1 lb/ft³)

Temperature Limit 100 °C (212.0 °F) (Cl- form)

Temperature Limit 60 °C (140.0 °F) (OH- form)

Principal Applications
• Removal of perfluoroalkyl substances

• Removal of polyfluoroalkyl substances

Advantages
• Very high operating capacity

• Excellent kinetics

Systems
• Municipal

• Point of Entry Systems (POE)

• Point of Use Systems (POU)

Regulatory Approvals
• Certified by the WQA to NSF/ANSI-61Standard

Typical Packaging
• 1 ft³ Boxes

• 7 ft³ Drum (Fiber)

(Reduces PFAS to non-detect levels ranging from 1-5 parts per trillion)

Certified to NSF Standard 61


