
MODEL / FEATURES
DM51D/
P

DM52P/D DME51D DME52D
DM62 / 
DD62

DD160 DM2
DM5P /
DM5D

DMC160
DMC6P /
DMC6D

DM6P /
DM6D

DM8P DD10

DM9 /
DM10 /
DM12 /
DM14

DM20

POWER 1800 W 1800 W 1800 W 1800 W 2200 W 2200 W 1800 W 1800 W 2200 W 2200 W 2200 W 2500 W 3500 W 3500 W 3700 W

GEARS 1 2 1 2 2 2 1 2 3 3 3 3 3 3
4 (DM14)

17 
(electronic)

DRILLING TYPE Dry Dry (+Wet) Dry Dry Dry Dry Wet Wet Wet (+Dry) Wet (+Dry) Wet Wet Wet (+Dry) Wet Wet

CAPACITY (WET) RC — 82 mm — — —      — 50 mm 132 mm 162 mm 162 mm 162 mm 202 mm 300 mm

250 mm /
300 mm /
350 mm /
400 mm

500 mm

CAPACITY (DRY) BRICK 102 mm 182 mm 102 mm 182 mm 262 mm 262 mm — — 202 mm 202 mm — — 300 mm — —

CAPACITY (DRY) RC — — — — 162 mm 162 mm — — — — — — 300 mm — —

CONSTANT SPEED No No No No No No No No No No No Yes No No Yes 

SWITCHABLE 
PERCUSSION Yes Yes Yes Yes Yes Yes No No No No No No Yes No No

SLOW-START No No No No No No No No No No No No Yes Yes Yes

OVERLOAD 
PROTECTION Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes

THERMAL 
PROTECTION Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes

LED LOAD INDICATOR No No No No Yes Yes No No Yes Yes Yes Yes Yes Yes Yes

DUST COLLECTION External Integrated External External Integrated Integrated No No Integrated Integrated No No Integrated No No

SPIRIT LEVELS Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes No

ANTI-SEIZE RING No No No No Yes Yes No No Yes Yes Yes Yes Yes Yes Yes

Wet Drilling

Dry Drilling

Wet+Dry Drilling


