
  MODEL PMD3530 TP2000 MD300N Auto
SMD351L 

SMD351H
SMD352 SMD502 ST50 MD500/2

MD750/4 

MDS750/4
MD120/4

POWER  1100 W  1100 W  1100 W  1100 W  1100 W  1100 W  1100 W 2000 W 2000 W 2000 W

GEARS 1 2 1 1 2 2 2 2 4 4

NO LOAD SPEED 
(RATED SPEED)
min-1

650 (390)

I: 150 (90) 
(Tapping 
Mode) 
II: 550 (330) 
(Drilling Mode)

550 (330) L: 450 (270) 
H: 730 (440)

I: 450 (270) 
II: 730 (440)

I: 300 (180) 
II: 450 (270)

I: 150-300 
    (90-180) 
II: 225-450 
    (135-270)

I: 380 (230) 
II: 550 (330)

I:  150 (90) 
II: 200 (120) 
III: 300 (180) 
IV: 380 (230)

I:  (35-120) 
II:  (70-220) 
III: (80-250) 
IV: (140-450) 
(Constant 
Speed) 

ANNULAR 
CUTTERS 
(Ø x LENGTH)

Ø35 x 35 mm Ø35 x 50 mm Ø35 x 50 mm
L: Ø35 x 50 mm 
H: Ø42 x 50 
mm

Ø42 x 50 mm Ø50 x 50 mm Ø50 x 50 mm Ø65 x 75 mm Ø75 x 50 mm Ø120 x 50 mm

TWIST DRILLS 
(CHUCK)   13 mm Shank  13 mm Shank  13 mm Shank  13 mm Shank  13 mm Shank  13 mm Shank  16 mm Shank  16 mm Shank  16 mm Shank

MORSE TAPER 
TWIST DRILLS    20 mm  32 mm 32 mm

TAPPING  20 mm    20 mm  25.4 mm 32 mm

STROKE  157 mm  230 mm Total 230 mm Total 230 mm Total 150 mm 115 mm 145 mm (MDS 
155 mm) 208 mm

SPINDLE Fixed Bilz no. 2 Threaded Fixed Fixed Fixed MT2 Threaded MT3 MT3

CUTTER ARBOR  Quick-Release  Quick-Release Set Screw  Quick-Release  Quick-Release  Quick-Release Set Screw
Set Screw 
(Quick-Release 
Optional)

Set Screw 
(Quick-Release 
Optional)

Set Screw 
(Quick-Release 
Optional)

SWIVEL BASE Yes Yes (MDS750/4)

VARIABLE SLIDE 
HEIGHT     Yes  Yes  Yes   

VARIABLE SPEED   Yes   Yes

OVERLOAD 
PROTECTION  Yes  Yes  Yes  Yes  Yes  Yes  Yes  Yes  Yes  Yes

MAGNETIC FORCE  15,000 N  15,000 N  15,000 N  17,000 N  17,000 N  17,000 N  17,000 N  32,000 N  32,000 N  32,000 N

WEIGHT 10.5 kg (23.2 
lb)

14.4 kg (31.2 
lb) 

15.9 kg  (35.1 
lb)

14.3 kg (31.5 
lb)

14.8 kg (32.6 
lb)

14.8 kg (32.6 
lb)

16.4 kg (36.2 
lb) 21.1 kg (46.5 lb) 24.4 kg (53.8 lb) 29.3 kg (64.6 lb)


