
  

 

To order product, call toll-free number 

1-844-406-6818 or fax: 1-844-881-6816 & 1-888-774-9793 

Email: sales@alt-ent.com                 www.alt-ent.com 
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4” Round Heavy-Duty Truck STT Light 

Features a sealed, water-resistant, PC lens.  Meets latest FMVSS 

108, DOT and SAE standards. Operating Voltage: 12V DC. 

Order Number: 
R1006100:  6" oval, amber LED, turn signal light, PL3 connector, 12V 

DC. PL3 connector harness & grommet are not included.  

R1006110:  6" oval, amber LED, clear lens turn signal light, PL3 connec-

tor, 12V DC. PL3 connector harness & grommet are not included.  

R1006300:  6" oval, red LED, stop/turn signal light, PL3 connector, 12V 

DC. PL3 connector harness & grommet are not included.  

R1006310:  6" oval, red LED, clear lens stop/turn signal light, PL3 con-

nector, 12V DC. PL3 connector harness & grommet are not included.  

R3606500:  6" oval, white LED, backup light, PL3 connector, 12V DC. 

PL3 connector harness & grommet are not included.  

6” Oval Heavy-Duty Truck STT Light 

Features a sealed, water-resistant, PC lens.  Meets latest FMVSS 

108, DOT and SAE standards. Operating Voltage: 12V DC. 

Order Number: 
R0704100:  4" round, amber LED, turn signal light head only, 12V DC. 

PL3 connector harness & grommet are not included. 

R0704110:  4" round, amber LED, clear lens turn signal light head, 12V 

DC. PL3 connector harness & grommet are not included. 

R0704300:  4" round, red LED,  STT signal light head, 12VDC. PL3 con-

nector harness & grommet are not included. 

R0704310:  4" round, red LED, clear lens stop/turn signal light head, 

12VDC. PL3 connector harness & grommet are not included. 

R4004500:  4" round, white LED, backup signal light head, 12VDC. PL3 

connector harness & grommet are not included.  

3X5” Rectangular Heavy-Duty Truck STT Light 

Features a sealed, water-resistant, PC lens.  Meets latest FMVSS 

108, DOT and SAE standards. Operating Voltage: 12V DC. 

Order Number: 
R1205100:  3X5” rectangular, amber LED, turn signal light, PL3 connec-

tor, 12V DC. PL3 connector harness & grommet are not included.  

R1205110:  3X5” rectangular, amber LED, clear lens turn signal light, PL3 

connector, 12V DC. PL3 connector harness & grommet are not included.  

R1205300:  3X5” rectangular, red LED, stop/turn signal light, PL3 connec-

tor, 12V DC. PL3 connector harness & grommet are not included.  

R1205310:  3X5” rectangular, red LED, clear lens stop/turn signal light, 

PL3 connector, 12V DC. PL3 connector harness & grommet are not in-

cluded.  

R1205500:  3X5” rectangular, white LED, backup light, PL3 connector, 

12V DC. PL3 connector harness & grommet are not included.  
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6” Rectangular Heavy-Duty Truck Marker & Center High Mount STT Light 

Features a sealed, water-resistant, PC lens.  Meets latest FMVSS 

108, DOT and SAE standards. Operating Voltage: 12V DC. 8” open 

end hard wire. 

Order Number: 

R0406100:  6” rectangular, amber LED, marker & STT signal light,  

12V DC. 

R0406300:  6” rectangular, red LED, marker & STT signal light, 12V 

DC. 

 

16” Slim Line Heavy-Duty Truck STT Light 

Features a sealed, water-resistant, slim bar, PC with reflex lens.  

Meets latest FMVSS 108, DOT and SAE standards. Operating 

Voltage: 12V DC. 8” open end hard wire. 

Order Number: 

R1116300:  16” slim line, red  LED, STT signal light, 12V DC. 

R1116301:  16” slim line, red LED, STT signal light, 12V DC, w/

chromed bezel . 

R1116310:  16” slim line, red LED, STT signal light,  , 12V DC. 

R1116311:  16” slim line, red LED, clear lens STT signal light, 12V 

DC, w/chromed bezel . 

1.5” Round Marker Light. 

Features a sealed, water-resistant, PC lens.  Meets latest FMVSS 

108, DOT and SAE standards. Operating Voltage: PC P2 12V DC. 

8” wire with Bullet connector. 

Order Number: 

R0615100:  1.5” RND, amber LED, marker light, 12V DC. 

R0615110:  1.5” RND, amber LED, clear lens STT signal light,  12V 

DC. 

R0615300:  1.5” RND, red LED, STT signal light, 12V DC. 

R0615300:  1.5” RND, red LED, clear lens STT signal light, 12V DC. 
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5” OVAL TRAILER INTERIOR LIGHT 

Features a sealed, water-resistant, PC lens, heavy-duty aluminum 

base.  Designed for truck trailer interior light, tool box lighting. Oper-

ating Voltage: 12V –24 V DC. 8” open end hard wire. 

Order Number: 

T1205500:  5” oval,  vehicle switch on/off control, 8” open end wire  

12V-24V DC. 

T1205510:  5” oval,  inferred automatic switch on/off control, 8” 

open end wire  12V-24V DC. 

 

 

ALT ENTERPRISES: 

27636 AVE SCOTT STE D, VALENCIA  CA 91355 

TEL:(661)295-6818, TOLL FREE: (844)406-6818, FAX:(661)295-6816, TOLL FREE FAX:(844)881-6816 

REP & DEALER CONTACT: 


