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CORNERS

——EX 150 X 50 DRESSED TIMER SURROUND, STAIN BLACK. MITRE

100 X 100MM SUPPORT POSTS TO HAVE CONCRETE—

FOOTINGS

100 X 50MM HORIONTAL SUPPORTS——_|

SET TOP, CENTRAL AND BOTTOM T

OF WALL

VERTICLE TIMBER FACING OF FEATUREK

WALLS TO MATCH THAT USED ON HOUSE,

BLACK PAINT FINISH. PANELING TO FINISH
50MM ABOVE FINISHED GROUND LEVEL

SUPPORT POSTS TO HAVE CONCRETE
FOOTING
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VERTICLE TIMBER FEATURE WALL TO MAIN COURTYARD

OVERHANG OF TREAD AS PER POOL EDGE
DETAIL

DECKING TIMBERS TO RUN AS SHOW

ALLOW FOR STEPS TO OVERLAP ONE
ANOTHER BY 50-100MM. RISERS APPROX
125MM, ALLOW 20MM GAP TO BASE OF
RISERS TO GIVE SHADOWLINE.
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SCALE 1:20
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DECKING STEPS UP TO LAWN 3D

NOTE: FINISHED WALL
HEIGHT TO BE
DETERMINED ON SITE

1950

N\

NOTE: ENSURE MINIMUM MEASURE MENT FROM TOP OF
RETAINED GARDEN TO TOP OF WALL IS NO LEASS THAN
1200MM AS WALL FORMS PART OF POOL FENCING

1250

NOTE: BACK OF WALL RETAINS EXISTING GROUND LEVEL.
PROVIDE DRAINAGE AND LINK TO DRAINAGE NETWORK OF
PROPERTY.

FOCAL POINT- URN / SCULPTURE SET ON 400 X 1500MM CONCRETE
PLINTH. PLINTH TO SIT 100 MM HIGHER THAN CONCRETE TO MAIN
COURTYRAD. PLYNTH SITS ASYMETRICALLY WITH FEATURE WALL.
FOCAL POINT LIT UP AT NIGHT TIME. ALLOW 150MM OF GARDEN
BETWEEN PLYNTH AND MAIN CONCRETE COURTYARD

COLOURED CONCRETE TO MAIN COURTYARD

X-SECTION THRU WALL TO COURTYARD

SCALE 1:20
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DISCLAIMER

Check location of all underground services prior to excavating or drilling

Seek all Resource and Building consents prior to commencement of work

Contractors to check and verify all dimensions,levels and boundaries prior to commencment of work on any site

All workmanship to be in accordance with current trade practice, new standards,specifications and local authority by laws
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