
GARAGE

FFL 112.15 RESIDENCE
FFL 112.15

FFL 112.00

FFL 112.55

FFL 112.00

FFL 112.00

300 MM WIDE GARDEN

4-500 MM WIDE GARDEN

PAVING-TO BE FINALISED

SMALL FEATURE TREE

REPOSITIONED CESSPIT-TO BE DISCUSSED WITH 
ARCHITECT-REFER ARCHITECTS PLAN FOR ALL OTHER 
DRAINAGE DETAILS

600 X 1200MM WIDE STEPPING STONES
SET IN MONDO GRASS-EQUALLY SPACE

PAVERS

TERRACE

DRIVEWAY

150MM WIDE GARDEN FOR MONDO GRASS

LAWN

LAWN

ORCHARD

180mm HIGH x 250mm WIDE POURED CONCRETE SLEEPERS AT RANDOM
LENGTHS AS SHOWN STEP DOWN SLOPE. 20MM DEPTH OF DECORATIVE

GRAVEL OVER 150MM COMPACTED HARDBASE BETWEEN SLEEPERS.
ANGLE OF SLEEPERS ALTERS SLIGHTLY AS THEY STEP DOWN THE PATH

SO THAT SLEEPERS AT THE BASE OF THE PATH ARE PARRAELL WITH
THE LAWN .

FOCAL POINT CENTRAL TO LAWN (URN,SCULPTURE) WITH 
HEDGE BACKDROP

MEDIUM HEIGHT HEDGE

EXISTING RETAINING WALL

LAWN PATH DOWN TO ORCHARD

SMALL FEATURE TREE TO END OF LAWN

TIMBER 2X SEATER ON POURED
CONCRETE BASE CENTRAL TO LAWN

100MM WIDE POURED REINFORCED CONCRETE
MOWING STRIP SET AT SAME HEIGHT AS LAWN

DRAINAGE CHANNEL, AS PER ARCHITECT

2 X SMALL STANDARD TREES ( POSSIBLY CITRUS)

900MM WIDE LAWN OR PATH TO SIDE OF HOUSE

SMALL SHADE TREE

READYLAWN "SUPERGREEN" LAYED AS PER MANUFACTURERES 
INSTRUCTIONS. PROVIDE SUBSURFACE DRAINAGE AS NECESSARY 
TO PREVENT PONDING / SOGGYNESS IN WINTER

RE-CONTOUR THIS END OF THE
EXISTING BANK TO FLATTEN LAWN

AREA OUT

FOCAL POINT-POT,SCULPTURE CENTRAL TO WINDOW

REPOSITIONED CESSPIT-TO BE DISCUSSED WITH 
ARCHITECT-REFER ARCHITECTS PLAN FOR ALL 
OTHER DRAINAGE DETAILS

PROVIDE BALUSTRADE TO TOP OF RETAINING WALL 
TO MATCH EXISTING BALUSTRADE OR SIMILAR

FOCAL POINT CENTRAL TO LAWN
(URN,SCULPTURE) WITH HEDGE BACKDROP

POURED CONCRETE STEPPING STONES THROUGH 
GARDEN CONNECT BOTH LAWN AREAS

BUTLER RESIDENCE
48 WISELY ROAD
HOBSONVILLE

LANDSCAPE PLAN
SCALE : 1:100 @ A2
DATE   : JUNE 2015

GUY  BRACKEBUSH
LANDSCAPE  ARCHITECT

(B.L.A. HONS)

PH  0274 845 240

guybrackebush@xtra.co.nz`
DISCLAIMER
Contractors to check and verify all dimensions,levels and boundaries prior to commencment of work on any site
Check location of all underground services prior to excavating or drilling
All workmanship to be in accordance with current trade practice, new standards,specifications and local authority by laws
Seek all Resource and Building consents prior to commencement of work

AMENDMENTSDATE

KEY TO GRAPHICS

TALL HEDGES

SMALL HEDGES

AREAS OF PAVING

STEPPING-STONES IN MONDO GRASS

AREAS OF LAWN

AREAS OF MONDO GRASS

AREAS OF GARDEN

FOCAL POINTS-URNS/SCULPTURES

NOTE:
PROVIDE IRRIGATION TO ALL GARDEN BEDS
PH BEN ARMOUR 021 776 435 

LIGHTING KEY

SPOT LIGHT-(Z-SPTG-B)

BOLLARD -(Z-BL-B)

NOTE: ALL FITTINGS TO BE SUPPLIED BY THE GARDEN
LIGHTING COMPANY. PHONE BARRY ON 021790179

NOTE:
ENSURE MIN STEP DOWN FROM FINISHED FLOOR LEVEL OF
HOUSE TO OUTSIDE AREAS OF PAVING AND GARDENS IS 
PROVIDED  FOR, AS PER COUNCIL REQUIREMENTS.

RESIDENTIAL GARDEN
HOBSONVILLE
AUCKLAND
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