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ELEVATION OF ENTRANCEWAY TO DECK/ CONVENTION CENTRE

SCALE 1: 50 

1.0 MTR HIGH GLASS BALUSTRADE SET IN FROM
EDGE OF DECK BY 150MM

1.0 MTR WIDE FARE-FACE CONCRETE RAISED
PLANTER. TOP OF PLANTER TO BE RL 14.79

BOARD-WALK OVER END OF WET
LAND. TIMBERS TO MATCH THOSE

USED ON MAIN DECK AND
RADIATE AS SHOWN ON PLAN

120 X 120 X 1000 MM MACROCARPA POSTS
WITH TENSIONED STAINLESS STEEL WIRE

ROPES AT 300MM INTERVALS

CONFERENCE CENTRE

290065036003300 400

120 X40 MM CLEAR MACROCARPA TO FRONT,REAR AND TOP OF FEATURE WALL. PROVIDE MITRED
CORNERS. FIRST BOARD TO OVERHANG FARE-FACE CONCRETE WALLS BY 30MM AND HAVE 15MM AIR GAP

BETWEEN CONCRETE WALL TO ALL 3 SIDES. TIMBERS TO BE STAINED USING SIKKENS DARK OAK STAIN
(THREE COATES) NOTE: FIRE HYDRANT HOUSING TO BE CONSTRUCTED FIRST , THEN FINISHED HEIGHT OF

FEATURE WALL TO BE DETERMINED ONSITE.

STEPS

JETPARK HOTEL
63 WESTNEY ROAD
MANGERE

ELEVATIONS-MAIN DECK
SCALE : AS SHOWN @ A1
DATE   : MARCH 2016

GUY  BRACKEBUSH
LANDSCAPE  ARCHITECT

(B.L.A. HONS)

PH  0274 845 240

guybrackebush@xtra.co.nz`
DISCLAIMER
Contractors to check and verify all dimensions,levels and boundaries prior to commencment of work on any site
Check location of all underground services prior to excavating or drilling
All workmanship to be in accordance with current trade practice, new standards,specifications and local authority by laws
Seek all Resource and Building consents prior to commencement of work

AMENDMENTSDATE

1.0 MTR WIDE BUILT IN SEATING. SEE
ELEVATION SHEET. SEAT TO HAVE FINISHED

HEIGHT OF  350MM OFF DECK

1509

AREA OF GARDEN WITH FEATURE PALMS

SIDE ELEVATION OF TIMBER/ FARE-FACE CONCRETE WALL TO DECK
SCALE 1 :20

BRUSHED CONCRETE (5%BLACK OXIDE) WITH 
500MM BORDER OF (8%) CONCRETE

120 X40 MM CLEAR MACROCARPA TO FRONT,REAR AND 
TOP OF FEATURE WALL. PROVIDE MITRED CORNERS. 
FIRST BOARD TO OVERHANG FARE-FACE CONCRETE 
WALL BY 30MM AND HAVE 15MM AIR GAP BETWEEN 
CONCRETE WALL TO ALL 3 SIDES. TIMBERS TO BE 
STAINED USING SIKKENS DARK OAK STAIN (THREE 
COATES)

4 X 375MM WIDE TREADS INCLUDES 25MM 
OVERHANG TO EACH STEP . DECK TO OVERHANG 
TOP RISER BY 25MM, 5 X RISERS = 160MM APPROX, 
FINALISE ON SITE

600 MM RETURN TIMBER WALL TO SIDE OF STEPS

FARE-FACE VERTICLE CONCRETE WALL TO BOTH 
SIDES OF FIRE HYDRANT ROOM

RAMP END ELEVATION OF FARE-FACE CONCRETE WALL TO DECK
SCALE 1 : 50

FARE-FACE VERTICLE CONCRETE WALL 

120 X40 MM CLEAR MACROCARPA TO FRONT,REAR AND TOP OF FEATURE 
WALL. PROVIDE MITRED CORNERS. FIRST BOARD TO OVERHANG FARE-FACE 
CONCRETE WALL BY 30MM AND HAVE 15MM AIR GAP BETWEEN CONCRETE 
WALL TO ALL 3 SIDES. TIMBERS TO BE STAINED USING SIKKENS DARK OAK 
STAIN (THREE COATES)

1.0 MTR WIDE BUILT IN SEATING. SEE DETAIL SHEET. SEAT TO 
HAVE FINISHED HEIGHT OF  350MM OFF DECK

CLIPPED HEDGE GIVES A GREEN STRUCTURAL ELEMENT 
TO ENTRANCE TO CONVENTION CENTRE

RAMP UP TO CONVENTION CENTRE

FARE-FACE CONCRETE PLANTER WALL TO RAMP, 
TOP OF PLANTER TO BE FLUSH WITH DECK

BRUSHED CONCRETE TO RAMP (5%BLACK OXIDE) 

200 x 50MM  CEDAR FASCIA BOARD TO ALL SIDES

6 x150MM DECKING TIMBER

100 X 50MM H3 PINE SUPPORTS SPACED AT 500MM CENTRE
APPROX,BOLTED TO SUPPORT POSTS

100 X 100MM H3 PINE UPRIGHTS BOLTED TO SUB
STRUCTURE OF DECK
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DETAIL OF BUILT IN SEATING TO DECK
SCALE 1:20

EXISTING DECKING
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