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Technical Speci�cation

Standard Features
• Airfoil blades with mill finish and internal supports for extra strength
• Forward, reverse, variable speed
• Designed for indoor and outdoor agriculture or commercial use
• Works with all input voltages and mounts in most buildings and environments
• Manual and Automatic controller options available
• 3-year warranty

Specifications
Model D0510i E201201 E201401 E201601 E201801 1802T 2002T 2402T
PERFORMANCE
Wind Speed (MPH) 8.5 9.8 9.2 7.9 6.4 8.4 9.1 8.7
Airflow (CFM) 86,812 141,248 177,785 120,357 161,368 232,961 309,770 369,421
Thrust (lbs) 26 44 54 22 34 66 94 108
Airflow Diameter (feet) 23 33 41 34 42 53 67 80
Efficiency (CFM per Watt) 185 221 274 251 367 274 235 246
Power Draw (watts) 470 640 650 480 440 850 1320 1500
Max Speed (RPM) 178 135 114 96 75 90 82 67
PHYSICAL SIZE
Rated Power (HP) 0.5 1.0 1.0 1.0 1.0 2.0 2.0 2.0
Fan Diameter (feet) 10 12 14 16 18 18 20 24
Min. Height (inches) 6.5 25
Max. Height (inches) 120 265
Fan Weight (lbs) 130 156 166 176 230 426 443 460
FEATURES
Motor Type Gearless Direct Drive
Blade Style 7.4” Aluminum Airfoil with Internal Supports
Number of blades 4 5
Operating Temp Range 15°F to 110°F
MAX INPUT AMPS
100-120VAC 1phase 15.8 21.9 NA 21.9
200-240VAC 1phase 7.5 12.9
200-240VAC 3phase 5.6 9.5
380-480VAC 3phase NA 5.6


